
PROPOSED SEWER LINE  

PROPOSED WATER LINE 

1400 PROPOSED CONTOURS

EXISTING CONTOURS

PROPOSED SANITARY MANHOLE

STANDARD PROJECT LEGEND:

EXISTING SANITARY MANHOLE

ABBREVIATIONS:

EXISTING CURB & GUTTER

PROPOSED STORM SEWER

EXISTING STORM SEWER

PROPOSED OVERHEAD TELEPHONE

PROPOSED FIRE HYDRANT

EXISTING FIRE HYDRANT

PROPOSED WATER GATE VALVE

REVERSE CURB & GUTTER

EXISTING WATER GATE VALVE

PROPOSED CURB & GUTTER

BENCHMARK

UTILITY POLE

NOTE:

1. ANY SYMBOL NOT CALLED OUT IN LEGEND WILL BE
LABELED ON PLAN.

2. NOT ALL SYMBOLS IN LEGEND APPLY TO THIS
PLAN.

3. AN "X" IN FRONT OF ANY UTILITY LINE TYPE
INDICATES EXISTING.

4. NUMBERS ON A UTILITY LINE INDICATES LINE SIZE.

B/W BOTTOM OF WALL
BFE BASEMENT FLOOR ELEVATION
BM BENCHMARK
C-C CENTER TO CENTER
CG CURB & GUTTER
CL CENTER LINE
CMP CORRUGATED METAL PIPE
CO CLEAN OUT
CONC CONCRETE
DI DUCTILE IRON PIPE
Δ DELTA
ESMT EASEMENT
EP EDGE OF PAVEMENT
ELEV ELEVATION
EW ENDWALL
EX EXISTING
FCR FOOT CANDLE RADIUS
FDC FIRE DEPARTMENT CONNECTION
FES FLARED END SECTION
FFE FINISH FLOOR ELEVATION
FH FIRE HYDRANT
FM FORCE MAIN
H HEIGHT
HDPE HIGH-DENSITY POLYETHYLENE
INV INVERT
L LENGTH
LF LINEAR FEET
MH MANHOLE
NTS NOT TO SCALE
N/F NOW OR FORMERLY
O-C ON CENTER
PC POINT OF CURVATURE
PCC POINT OF COMPOUND CURVATURE
PI POINT OF INTERSECTION
PL PROPERTY LINE
PRC POINT OF REVERSE CURVE
PROP PROPOSED
PT POINT OF TANGENCY
PVC POINT OF VERTICAL CURVATURE
PVI POINT OF VERTICAL INTERSECTION
PVMT PAVEMENT
PVT POINT OF VERTICAL TANGENT
R RADIUS
R/W RIGHT-OF-WAY
RCP REINFORCED CONCRETE PIPE
RD ROOF DRAIN
ROW RIGHT-OF-WAY
S/S SPOT SHOT
SCH SCHEDULE
SEW SANITARY SEWER
SS SANITARY SEWER
STA STATION
STD STANDARD
STR STRUCTURE
SWM STORMWATER MANAGEMENT
TBM TEMPORARY BENCH MARK
TYP TYPICAL
T/C TOP OF CURB
T/G TOP OF GRADE / SIDEWALK
T/P TOP OF PAVEMENT
T/W TOP OF WALL
WM WATER MAIN
W/ WITH

PLANS PREPARED BY:

VALLEY ENGINEERING, PLC
CONTACT: CRAIG GEORGE, PLA

4901 CROWE DRIVE
MOUNT CRAWFORD, VIRGINIA 22841

TELEPHONE (540) 434-6365 OR (800) 343-6365
FAX (540) 432-0685
www.valleyesp.com

e-mail:cgeorge@valleyesp.com

WATER METER

AIR RELEASE VALVE

SANITARY SEWER CLEANOUT

TEE

WATER MAIN REDUCER

SIGN

WATER MAIN CROSS

STEAM LINE GRATE

WATER MAIN PLUG

COMM COMMUNICATION PULLBOX

SITE LIGHTING

COMMUNICATIONS MANHOLE/HANDHOLE

ELECTRICAL POWER MANHOLE/HANDHOLE

EXISTING FENCE/GUARDRAIL

COMM

ELEC

W

PROPOSED FORCE MAIN

BROAD STREET TOWNHOMES
TOWN OF WAXHAW
UNION COUNTY, NC

VICINITY MAP
NTS
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PROJECT No.:  11753-4

DATE:  08/28/2019
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REVISIONS:

BROAD STREET
TOWNHOMES

UNION COUNTY, NC
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C0.01

SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

AS SHOWN

- - -

TITLE
SHEET

SS

SS FM

TELE OH

PROPOSED UNDERGROUND TELEPHONETELE UG

PROPOSED OVERHEAD POWERELEC OH

PROPOSED UNDERGROUND POWERELEC UG

PROPOSED GAS LINEGAS

PROPOSED GEOTHERMAL LINEGEOTHERMAL

PROPOSED STEAM LINESTEAM

PROPOSED COMMUNICATIONS LINECOMM

AR

REVERSE CURB & GUTTER TRANSITION

PROPOSED FENCE/GUARDRAIL

POST

PROPOSED FIBER OPTIC LINEFO

CALL NORTH CAROLINA 811 PRIOR TO EXCAVATION 811 OR 1.800.632.4949
SUBCONTRACTORS MAY NOT WORK UNDER ANOTHER COMPANY'S TICKET UNLESS THEY ARE UNDER THE
DIRECT SUPERVISION OF THE COMPANY THAT PROVIDED THE NOTICE OF EXCAVATION. ALLOW REQUIRED
TIME FOR MARKING AND BEGIN EXCAVATION ONLY AFTER CHECKING THE POSITIVE RESPONSE SYSTEM.
EXCAVATION MAY BEGIN WHEN: ALL NOTIFIED UTILITIES HAVE EITHER MARKED THEIR LINES OR REPORTED
THAT THEY HAVE NO FACILITIES IN THE AREA OF EXCAVATION OR THE MARKING PERIOD HAS EXPIRED
(AFTER 7:00 AM ON THE THIRD WORKING DAY AFTER NOTICE TO THE CENTER.) OR MISS UTILITY INFORMS
YOU THAT NO MEMBER OPERATORS NEED TO BE NOTIFIED OF THE EXCAVATION. YOU WILL STILL GET A
TICKET NUMBER! RESPECT THE MARKS - PROTECT AND PRESERVE THE MARKINGS FROM THE TIME
EXCAVATION BEGINS UNTIL THE WORK IS COMPLETED. CALL MISS UTILITY TO UPDATE THE TICKET IF WORK
WILL CONTINUE PAST 15 DAYS OR IF THE MARKS BECOME ILLEGIBLE DUE TO TIME, WEATHER,
CONSTRUCTION OR ANY OTHER CAUSE. EXCAVATE CAREFULLY - IF THE EXCAVATION IS WITHIN 2 FEET OF A
MARKED UTILITY LINE, EXPOSE THE UTILITY LINE BY HAND DIGGING AND KEEP ALL MECHANIZED
EQUIPMENT AT LEAST 2 FEET AWAY FROM THE EXTREMITIES OF THE UTILITY.

OWNER/DEVELOPER:

HISTORIC VENTURES, LLC
CONTACT: MARCUS ARROYO

6221 MCNEELY RD
WAXHAW, NC 28173

704-238-9700
MARCUS@TYPARREALTY.COM

* VICINITY MAP COURTESY OF http://gis-web.co.union.nc.us/gomaps/#

COMMUNITY GARDEN (PER SECTION 21.3.2.I.2 - PG 21-23/21-24)

A. SITE USERS MUST HAVE AN ESTABLISHED SET OF OPERATING RULES ADDRESSING THE GOVERNANCE STRUCTURE OF THE GARDEN, HOURS OF
OPERATION, MAINTENANCE AND SECURITY REQUIREMENTS AND RESPONSIBILITIES; A GARDEN COORDINATOR TO PERFORM THE COORDINATING ROLE
FOR THE MANAGEMENT OF THE COMMUNITY GARDENS; AND MUST ASSIGN GARDEN PLOTS ACCORDING TO THE OPERATING RULES ESTABLISHED FOR
THAT GARDEN.  THE NAME AND TELEPHONE NUMBER OF THE GARDEN COORDINATOR AND A COPY OF THE OPERATING RULES SHALL BE KEPT ON FILE
WITH THE TOWN PLANNING AND COMMUNITY DEVELOPMENT DEPARTMENT.

B. THE SITE SHALL BE DESIGNED AND MAINTAINED TO PREVENT STORMWATER RUNOFF FROM DAMAGING ADJACENT PROPERTIES AND TO PREVENT
INTRUSION OF FERTILIZERS AND PESTICIDES INTO ADJACENT PROPERTIES, STORM SEWERS, ETC.

C. THERE SHALL BE NO RETAIL SALES ON SITE, EXCEPT FOR ITEMS PRODUCED ON SITE.
D. FENCES SHALL NOT EXCEED SIX FEET IN HEIGHT AND SHALL MEET THE REQUIREMENTS OF SECTION 9.19 FENCES AND WALLS.
E. ALL COMMUNITY GARDEN SIGNS SHALL MEET THE REQUIREMENTS SET FORTH IN THE DISTRICT IN WHICH THEY ARE LOCATED.
F. ALL ACCESSORY STRUCTURES ON THE PREMISE SHALL MEET THE REQUIREMENTS SET FORTH IN SECTION 9.20 ACCESSORY STRUCTURES. THE

ACCESSORY STRUCTURE SHALL COMPLIMENT THE SURROUNDING ENVIRONS.
G. OFF-STREET PARKING IS NOT REQUIRED FOR COMMUNITY GARDENS UNLESS THE ZONING ADMINISTRATOR DETERMINES THAT PUBLIC HEALTH AND

SAFETY REQUIRES OFF-STREET PARKING TO BE LOCATED WITHIN 1000 FEET OF THE SITE.  HOWEVER, THERE MUST BE SPACE(S) LOCATED ADJACENT TO
THE SITE FOR THE LOADING AND UNLOADING OF MATERIALS ASSOCIATED WITH THE GARDEN USE TO PREVENT IMPEDING TRAFFIC FLOW CAUSED BY
PARKING ON THE SIDE OF THE STREET.  THE SPACE(S) WILL NEED TO BE CLEARLY MARKED.

H. COMMUNITY GARDENS SHALL BE EXEMPT FROM INSTALLATION OF OFF-SITE IMPROVEMENTS CONTAINED IN THIS ORDINANCE, INCLUDING BUT NOT
LIMITED TO INSTALLATION OF CURB, GUTTER, AND SIDEWALK OR RIGHT-OF-WAY DEDICATION.  IF WATER AND SEWER IS NEEDED ON THE SITE,
COMMUNITY GARDEN MANAGEMENT SHALL BE RESPONSIBLE FOR ALL PERMITTING AND CONSTRUCTION.  THE EXEMPTION OF OFF-SITE IMPROVEMENTS
FROM NCDOT, OR ANY OTHER AGENCY.

I. COMMUNITY GARDENS SHALL BE EXEMPT FROM LANDSCAPING AND BUFFERING REQUIREMENTS CONTAINED IN THE UDO UNLESS THE SITE ABUTS A
RESIDENTIALLY ZONED PROPERTY.  IN THIS CASE THE SITE SHALL MEET THE REQUIREMENTS OF SECTION 9.8.4 SIDE AND REAR YARD LANDSCAPING
ALONG THE PROPERTY LINE OF THE ABUTTING RESIDENTIALLY ZONED PROPERTY.

* NOTE: COMMUNITY GARDEN SHALL BE HELD IN HOA OWNERSHIP

PROJECT COMMENCEMENT DATE: MARCH 16, 2020                                  * NCDEQ STATE STORMWATER AUTHORIZATION CONSTRUCTION PERMIT #SWA000015 *

PROJECT COMPLETION DATE: MARCH 16, 2021

SITE DATA & SUMMARY:

-PARCEL ID: 05113019

-OWNER: HISTORIC VENTURES, LLC

-DEED BOOK/PAGE: 5023/498

-EXISTING PARCEL AREA: 1.37 AC
-ROW DEDICATION:     0.13 AC
-TOTAL PARCEL AREA:      1.24 AC

-ZONING: UN/NMX

-EXISTING USE: VACANT

-PROPOSED USE: RESIDENTIAL (TOWNHOME)

-PROPOSED DENSITY: 16.129 DU/AC

-EXISTING LOTS: 1
-PROPOSED LOTS: 20
-MAX BUILDING HEIGHT: 45' (3 STORIES)

Sheet Index
Sheet Number Sheet Title

C0.01 TITLE SHEET

C1.01 GENERAL NOTES

C2.01 EXISTING CONDITIONS & DEMOLITION PLAN

C3.01 EROSION & SEDIMENT CONTROL NOTES

C3.02 EROSION & SEDIMENT CONTROL PLAN PH I

C3.03 EROSION & SEDIMENT CONTROL PLAN PH II

C3.04 EROSION & SEDIMENT CONTROL DETAILS

C4.01 SITE PLAN

C4.02 WATER & SEWER OVERALL PLAN

C4.03 CODE REQUIRED LANDSCAPE & TREE PERMIT PLAN

C4.04 SIGNAGE, STRIPING & SIGHT DISTANCE PLAN

C5.01 SANITARY SEWER & WATER PLAN & SANITARY SEWER PROFILE
C5.02

C5.03

STORM SEWER PLAN & PROFILES

STORM SEWER PROFILES

C6.01 OVERALL GRADING & STORMWATER MANAGEMENT PLAN

C6.02 DETAILED GRADING & STORM DRAINAGE PLAN

C6.03 DETAILED GRADING & STORM DRAINAGE PLAN

C6.04 DETAILED GRADING & STORM DRAINAGE PLAN

C6.05 PRE DRAINAGE AREA MAP

C6.06 POST DRAINAGE AREA MAP

C7.01 TOWN OF WAXHAW DETAILS

C7.02 UCPW DETAILS

C7.03 DETAILS

A2.1 EXTERIOR ELEVATIONS - MCDONALD

A2.2a EXTERIOR ELEVATIONS - DUNCAN A'

A2.2b EXTERIOR ELEVATIONS - DUNCAN 'B'

A2.3 EXTERIOR ELEVATIONS - BUILDINGS

A2.4 EXTERIOR ELEVATIONS - BUILDINGS

A2.5 EXTERIOR ELEVATIONS - BUILDINGS

NOTE TO DEVELOPER/OWNER:

IT SHALL BE THE RESPONSIBILITY OF THE OWNER/DEVELOPER TO FILE
ELECTRONICALLY FOR COVERAGE UNDER NCG01 PERMIT UPON EROSION AND

SEDIMENT CONTROL APPROVAL FROM THE TOWN OF WAXHAW AS THE NCG01 IS NOT
COVERED UNDER THE TOWN OF WAXHAW'S APPROVAL.

UPON COMPLETION OF THE PROJECT, THE OWNER/DEVELOPER SHALL CONTACT THE
TOWN OF WAXHAW TO SCHEDULE A CLOSEOUT INSPECTION PRIOR TO FILING FOR A

NOTICE OF TERMINATION WITH NCDEQ.

C0.02 SEALED SURVEY

03/05/2020 - (UCPW #2)
05/20/2020 - (NCDENR #1)
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

AS SHOWN

- - -

SEALED
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

NONE

GENERAL
NOTES

GENERAL NOTES (ALL MAY NOT APPLY):

1. ALL AREAS NOT BUILT OR PAVED UPON SHALL BE STABILIZED.

2. THE LOCATIONS, SIZE, AND TYPES OF EXISTING UTILITIES ARE SHOWN BASED UPON READILY AVAILABLE
INFORMATION AND ARE SHOWN AS AN APPROXIMATE REPRESENTATION ONLY. THE ENGINEER, OWNER, OR
ANY OTHER REPRESENTATIVE HAVE NOT INDEPENDENTLY, OR JOINTLY, VERIFIED THIS INFORMATION AS
SHOWN ON THE PLANS. THE UTILITY INFORMATION SHOWN DOES NOT GUARANTEE THE ACTUAL EXISTENCE,
SERVICEABILITY, OR OTHER DATA CONCERNING THE UTILITIES, NOR DOES IT GUARANTEE AGAINST THE
POSSIBILITY THAT ADDITIONAL UTILITIES MAY BE PRESENT THAT ARE NOT SHOWN ON THE PLANS. PRIOR TO
ORDERING MATERIALS AND BEGINNING CONSTRUCTION, THE CONTRACTOR SHALL VERIFY THE DETERMINE
THE EXACT LOCATIONS, SIZES, AND ELEVATIONS OF THE POINT OF CONNECTIONS TO EXISTING UTILITIES AND
SHALL CONFIRM THAT THERE ARE NO INTERFERENCES WITH EXISTING UTILITIES AND THE PROPOSED UTILITY
ROUTES, INCLUDING ROUTES WITHIN ANY PUBLIC RIGHT-OF-WAY.

3. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED WORK, OR EXISTING CONDITIONS
DIFFER FROM THE FROM THOSE SHOWN  SUCH THAT THE WORK CANNOT BE COMPLETED AS INTENDED, THE
CONTRACTOR SHALL, WITHOUT DELAY, ACCURATELY DETERMINE THE LOCATION, ELEVATION, AND SIZE OF
THE UTILITY. THIS INFORMATION SHALL BE PROVIDED, IN WRITING, TO THE OWNER'S REPRESENTATIVE TO
DETERMINE CORRECTIVE MEASURES. ANY WORK COMPLETED BY THE CONTRACTOR PRIOR TO THIS
RESOLUTION WILL RESULT IN ANY CLAIM BY THE CONTRACTOR NOT BEING CONSIDERED.

4. THE TOP ELEVATION OF ANY STRUCTURE, MANHOLE, BASIN, VALVE, OR ANY OTHER FIXTURE IS APPROXIMATE
AND THE FINAL ELEVATION SHALL BE BASED UPON ON FOLLOWING:
(1. PAVEMENTS AND CONCRETE SURFACES:  FLUSH
(2. ALL SURFACES ALONG ACCESSIBLE ROUTES:  FLUSH
(3. LANDSCAPE, SOIL AND SEED, AND OTHER EARTHEN MATERIAL:  ONE INCH ABOVE SURROUNDING AREA

AND TAPER TO FIXED OBJECT.

5. CONTRACTOR SHALL REFER TO THE ARCHITECTURAL PLANS FOR EXACT BUILDING DIMENSIONS AND POINTS
OF ENTRY INTO THE BUILDING FOR ALL UTILITIES.

6. CONTRACTOR SHALL MAKE ARRANGEMENTS FOR THE ALTERATION AND ADJUSTMENT OF GAS, ELECTRIC,
TELEPHONE, FIRE ALARM, AND ANY OTHER PRIVATE UTILITIES, WHETHER WORK WAS COMPLETED BY
CONTRACTOR OR OTHER ENTITY, TO ENSURE COMPATIBILITY WITH FINISHED GRADES.

7. CONTRACTOR SHALL COORDINATE WITH ELECTRICAL CONTRACTOR AND SHALL FURNISH EXCAVATION,
INSTALLATION, AND BACKFILL OF FINISHED SITEWORK RELATED TO ITEMS SUCH AS PULL BOXES, CONDUITS,
DUCT BANKS, LIGHT POLE BASES, AND CONCRETE PADS. CONTRACTOR TO FURNISH CONCRETE
ENCASEMENT OF DUCT BANKS IF REQUIRED BY THE UTILITY COMPANY AND AS INDICATED ON THE DRAWINGS.

8. A SEPARATE SIGN PERMIT WILL BE REQUIRED FOR ALL SIGNAGE WITHIN THE SUBDIVISION AND IT IS THE
RESPONSIBILITY OF THE OWNER TO OBTAIN THIS DOCUMENT.

9. ANY DUMPSTER PADS SHALL BE SCREENED IN ACCORDANCE WITH THE APPLICABLE CITY, TOWN, & COUNTY
REGULATIONS.

10.ALL DIMENSIONS SHOWN ON THESE PLANS ARE TO THE FACE OF THE BUILDING, FACE OF CURB OR THE EDGE
OF THE PAVEMENT UNLESS OTHERWISE REFERENCED.

11.WORK ON THIS PROJECT SHALL CONFORM TO THE LATEST EDITIONS OF THE CITY, TOWN, OR COUNTY DESIGN
AND CONSTRUCTION STANDARDS MANUAL, THE NORTH CAROLINA DEPARTMENT OF TRANSPORTATION
(NCDOT) ROAD AND BRIDGE STANDARDS, THE NCDOT ROAD AND BRIDGE SPECIFICATIONS, AND THE NORTH
CAROLINA EROSION AND SEDIMENT CONTROL HANDBOOK AND REGULATIONS.  IN THE EVENT OF CONFLICT
BETWEEN ANY OF THESE STANDARDS, SPECIFICATIONS, OR PLANS, THE MOST STRINGENT WILL GOVERN.  ALL
UTILITIES TO BE DEDICATED TO ANY MUNICIPAL WATER AND/OR SANITARY SEWER SYSTEM SHALL BE
CONSTRUCTED AND TESTED TO CONFORM TO THE COMMONWEALTH OF NORTH CAROLINA STATE BOARD OF
HEALTH AND THE CITY, TOWN, OR COUNTY DESIGN AND CONSTRUCTION MANUAL.

12.PRIOR TO THE COMMENCEMENT OF ANY WORK ON THIS SITE, THE CONTRACTOR SHALL NOTIFY THE
APPROPRIATE AGENCIES AND SHALL INSTALL ALL EROSION CONTROL MEASURES AS SHOWN ON THE
APPROVED CONSTRUCTION DOCUMENTS RELATING TO THIS PROJECT.

13.EROSION AND SEDIMENT CONTROL MEASURES SHALL BE MAINTAINED CONTINUOUSLY, RELOCATED WHEN
AND AS NECESSARY AND SHALL BE CHECKED AFTER EVERY RAINFALL. SEEDED AREAS SHALL BE CHECKED
REGULARLY AND SHALL BE WATERED, FERTILIZED, RESEEDED AND MULCHED AS NECESSARY TO OBTAIN A
DENSE STAND OF GRASS.

14.CONTRACTOR SHALL BE RESPONSIBLE FOR THE CONTROL OF THE CONSTRUCTION ACTIVITIES TO ENSURE
THAT SEDIMENT SHALL NOT AFFECT REGULATORY PROTECTED AREAS, REGARDLESS IF SEDIMENT
TRANSPORT IS BY AIR, WATER, OR ANY OTHER MEANS OF TRANSPORT.

15.CONTRACTOR SHALL SCHEDULE CONSTRUCTION ACTIVITIES SUCH THAT DISTURBED AREAS ARE LEFT
UNSTABILIZED FOR A MINIMUM AMOUNT OF TIME BEFORE THEY ARE COVERED, PERMANENTLY OR
TEMPORARILY STABILIZED, OR OTHERWISE STABILIZED TO PREVENT EROSION.

16.ANY DRAIN INLETS SHALL BE PROTECTED FROM SILTATION. INEFFECTIVE PROTECTION DEVICES SHALL BE
REPLACED AND THE INLET CLEANED. FLUSHING IS NOT AN ACCEPTABLE MEANS OF CLEANING.

17.THE LOCATION OF EXISTING UTILITIES AS SHOWN, IS APPROXIMATE ONLY. THE CONTRACTOR IS RESPONSIBLE
FOR VERIFYING THE LOCATION, SIZE, AND MATERIAL OF ALL EXISTING UTILITIES PRIOR TO ORDERING ANY NEW
MATERIALS REQUIRED FOR UTILITY CONNECTIONS. ANY MATERIALS ORDERED PRIOR TO FIELD VERIFICATION
OF EXISTING UTILITIES SHALL BE AT THE CONTRACTORS OWN RISK.  THE CONTRACTOR SHALL BE
RESPONSIBLE FOR THE REPAIR, AT HIS OR HER EXPENSE, OF ALL EXISTING UTILITIES DAMAGED DURING
CONSTRUCTION. FORTY-EIGHT HOURS PRIOR TO ANY EXCAVATION THE CONTRACTOR SHALL CALL MISS
UTILITY AT NC 811.

18.CONTRACTOR SHALL REMOVE AND PROPERLY DISPOSE OF ANY MANMADE FEATURE WITHIN THE LIMITS OF
THE WORK INCLUDING, BUT NOT LIMITED TO, BUILDINGS, STRUCTURES, PAVEMENT, SLABS, CUBING, FENCES,
UTILITIES, ETC. UNLESS OTHERWISE NOTED ON THE APPROVED DRAWINGS. REMOVAL, AND PROPERLY
DISPOSAL,  OF EXISTING FEATURES SHALL EXTEND FROM UNDER ANY PROPOSED STRUCTURE A DISTANCE OF
10' BEYOND THE PROPOSED BUILDING FOOTPRINT, OR ANY OTHER BUILDING FEATURE.

19.EXISTING UTILITIES SHALL BE TERMINATED IN ACCORDANCE WITH ANY APPLICABLE REGULATION AND BE
COORDINATED WITH THE APPROPRIATE AUTHORITY HAVING JURISDICTION.

20.THE DISPOSAL OF ANY DEMOLITION DEBRIS SHALL BE IN ACCORDANCE WITH ALL APPLICABLE REGULATIONS
AND BE LEGALLY COMPLETED IN AN AUTHORIZED DISPOSAL AREA.

21.THE LIMITS OF DEMOLITION SHOWN ON THE PLANS MAY, OR MAY NOT, INCLUDE ALL REQUIRED DEMOLITION.
THE CONTRACTOR IS RESPONSIBLE FOR THE ULTIMATE REMOVAL OF ANY FEATURE REQUIRING REMOVAL FOR
THIS PROJECT. THE CONTRACTOR IS RESPONSIBLE FOR THE IDENTIFICATION OF EACH AND EVERY ITEM
REQUIRING DEMOLITION PRIOR TO PRESENTING A FINAL BID TO THE PROJECT OWNER OR REPRESENTATIVE.
NO CLAIMS BY THE CONTRACTOR FOR ADDITIONAL DEMOLITION WORK WILL BE CONSIDERED.

22.UNLESS SPECIFICALLY PROVIDED, THE ENGINEER HAS NOT PREPARED DESIGNS FOR, AND SHALL HAVE NO
RESPONSIBILITY FOR, THE PRESENCE, DISCOVERY, REMOVAL, ABATEMENT OR DISPOSAL OF ANY HAZARDOUS
MATERIALS, TOXIC WASTE, OR POLLUTANTS AT THE PROJECT SITE. THE ENGINEER AND OWNER SHALL NOT BE
RESPONSIBLE FOR ANY CLAIMS OF LOSS, DAMAGE, EXPENSE, DELAY, INJURY, OR DEATH ARISING FROM THE
PRESENCE OF HAZARDOUS MATERIALS. IF FOUND, THE CONTRACTOR SHALL INDEMNIFY AND HOLD
HARMLESS THE ENGINEER AND OWNER FROM ANY CLAIMS MADE IN CONNECTION WITH ANY SUCH MATERIAL.
THE ENGINEER SHALL HAVE NO ADMINISTRATIVE OBLIGATIONS OF ANY TYPE WITH REGARD TO ANY
CONTRACTOR AMENDMENT INVOLVING THE ISSUES OF PRESENCE, DISCOVERY, REMOVAL, ABATEMENT OR
DISPOSAL OF ASBESTOS OR OTHER HAZARDOUS MATERIAL.

23.ALL UNDERGROUND FACILITIES LOCATED WITHIN ANY RIGHT-OF-WAY SHALL BE INSTALLED PRIOR TO THE
PLACEMENT OF ANY PART OF THE PAVEMENT STRUCTURE.

24.ALL MATERIALS USED FOR FILL OR BACK FILL SHALL BE FREE OF WOOD, ROOTS, ROCKS, BOULDERS OR ANY
OTHER NON-COMPACTABLE SOIL TYPE MATERIALS. UNSATISFACTORY MATERIALS ALSO INCLUDE MANMADE
FILLS AND REFUSE DEBRIS DERIVED FROM ANY SOURCE.

GENERAL NOTES (ALL MAY NOT APPLY) (CONT.):

25. COMPACTION OF FILL MATERIAL UNDER BUILDING SLABS SHALL BE BASED UPON
RECOMMENDATIONS OF SOILS ENGINEER AFTER COMPLETION OF STANDARD PROCTOR TEST AND
SHALL MEET THE BEARING REQUIREMENTS OF THE STRUCTURAL ENGINEER FOR THE BUILDING.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE TESTING. TRENCHES OF ANY OTHER
DEPRESSION REQUIRING FILL OR BACK FILL SHALL BE COMPACTED TO 95% OF THE MAXIMUM
DENSITY AS DETERMINED BY STANDARD PROCTOR TEST AS SET FORTH IN ASTM D-698.

26. MATERIALS USED TO CONSTRUCT EMBANKMENTS FOR ANY PURPOSE, BACK FILL AROUND
DRAINAGE STRUCTURES IN UTILITY TRENCHES OR ANY OTHER DEPRESSION REQUIRING FILL OR
BACK FILL SHALL BE COMPACTED TO 95% OF MAXIMUM DENSITY AS DETERMINED BY THE
STANDARD PROCTOR TEST AS SET FORTH IN ASTM STANDARD D-698.  THE CONTRACTOR SHALL,
PRIOR TO ANY OPERATIONS INVOLVING FILLING OR BACK FILLING, SUBMIT THE RESULTS OF THE
PROCTOR TEST TOGETHER WITH A CERTIFICATION THAT THE SOIL TESTED IS REPRESENTATIVE OF
THE MATERIALS TO BE USED ON THE PROJECT. THE TESTS SHALL BE CONDUCTED BY A CERTIFIED
MATERIALS TESTING LABORATORY AND THE CERTIFICATIONS MADE BY A LICENSED PROFESSIONAL
ENGINEER REPRESENTING THE LABORATORY.  THE CONTRACTOR IS RESPONSIBLE FOR ALL COSTS
ASSOCIATED WITH THESE TESTS AND THEIR SUBMITTALS.

27. EMBANKMENT FILL AND BACK FILL SHALL BE PLACED IN LIFTS AT A MAXIMUM UN-COMPACTED
DEPTH OF 8-INCHES AND 6-INCHES, RESPECTIVELY.  DENSITY TESTS SHALL BE CONDUCTED AT THE
FOLLOWING FREQUENCIES:

(A) EMBANKMENTS FOR ROADS, STREETS, DAMS, ETC.: ONE TEST PER LIFT PER 10,000 SF OF
LIFT.

(B) BACK FILL IN TRENCHES: ONE TEST PER LIFT PER 500 LINEAL FEET OF TRENCH.
(C) BACK FILL AROUND STRUCTURES: ONE TEST PER PER LIFT PER 2,500 SF OF LIFT.

28. ALL EXCAVATION, INCLUDING TRENCHES, SHALL BE KEPT DRY TO PROTECT THE INTEGRITY OF THE
SUBSOIL.

29. ALL TEST RESULTS SHALL BE SUBMITTED TO THE AUTHORITY HAVING JURISDICTION'S ENGINEER.
FAILURE TO CONDUCT DENSITY TESTS SHALL BE CAUSE FOR NON-ACCEPTANCE OF THE FACILITY.
TESTS SHALL BE CONDUCTED AT THE SOLE COST OF THE CONTRACTOR OR HIS AGENT.

30. TRAFFIC CONTROL ON PUBLIC STREETS SHALL BE IN CONFORMANCE WITH THE MANUAL OF
UNIFORM TRAFFIC CONTROL DEVICES AND AS FURTHER DIRECTED BY THE GOVERNING
INSPECTORS.

31. ANY DISCREPANCIES FOUND BETWEEN THE DRAWINGS AND SPECIFICATIONS AND SITE
CONDITIONS OR ANY INCONSISTENCIES OR AMBIGUITIES IN DRAWINGS OR SPECIFICATIONS SHALL
BE IMMEDIATELY REPORTED TO THE ENGINEER, IN WRITING, WHO SHALL PROMPTLY ADDRESS
SUCH PROBLEMS. WORK DONE BY THE CONTRACTOR AFTER HIS OR HER DISCOVERY OF SUCH
DISCREPANCIES, INCONSISTENCIES, OR AMBIGUITIES SHALL BE DONE AT THE CONTRACTOR'S RISK.

32. A PRE-CONSTRUCTION CONFERENCE SHALL BE HELD PRIOR TO THE START OF CONSTRUCTION.
THE CONTRACTOR SHALL ARRANGE THE MEETING WITH THE CITY, TOWN, OR COUNTY ENGINEER
PRIOR TO THE ISSUANCE OF AN EARTH DISTURBING PERMIT.

33. THE OWNER SHALL PAY ALL WATER AND SEWER AVAILABILITY AND CONNECTION FEES AS
REQUIRED BY THE GOVERNING BODY PRIOR TO CONNECTION TO PROPOSED UTILITIES WITH
EXISTING MAINS.

34. THE CONTRACTOR SHALL PROVIDE THE BOND FOR AND BE THE RESPONSIBLE PARTY ON THE
EARTH DISTURBING PERMIT.

35. INSPECTORS, EITHER OWNER OR ANY AUTHORITY HAVING JURISDICTION,  HAVE FULL AUTHORITY
TO REJECT FILL OR BACK FILL MATERIALS, REQUIRE UNDERCUTTING OR SUB-GRADE
STABILIZATION, REQUIRE PROVISIONS FOR SUB-DRAINAGE, OR REQUIRE OTHER MEASURES WHICH
AFFECT THE INTEGRITY OF ROAD AND UTILITY CONSTRUCTION.  FAILURE TO COMPLY WITH
INSPECTORS DIRECTIVES WILL BE CAUSE FOR NON-ACCEPTANCE OF THE FACILITY.

36. SATISFACTORY MATERIALS FOR USE AS FILL FOR PUBLIC STREETS INCLUDE MATERIALS CLASSIFIED
IN ASTM D-2487 AS GW, GP, GM, GC, SW, SP, SM, SC, ML, AND CL GROUPS.  THE MOISTURE
CONTENT SHALL BE CONTROLLED WITHIN PLUS OR MINUS 2% OF THE OPTIMUM TO FACILITATE
COMPACTION. GENERALLY, UNSATISFACTORY MATERIALS INCLUDE MATERIALS CLASSIFIED IN ASTM
D-2487 AS PT, CH, MH, OL, OH AND ANY SOIL TOO WET TO FACILITATE COMPACTION. CH AND MH
SOILS MAY BE USED SUBJECT TO APPROVAL OF THE CITY, TOWN, OR COUNTY ENGINEER.  SOILS
SHALL HAVE A MINIMUM DRY DENSITY OF 92LB/CF PER ASTM D-698 AND SHALL HAVE A PLASTICITY
INDEX LESS THAT 17.

37. PAVEMENT DESIGN IS BASED UPON A SUBGRADE CBR OF 3 AND AN RF OF 2.  UPON BRINGING THE
STREET SUBGRADE TO APPROXIMATE ELEVATION, THE CONTRACTOR SHALL COLLECT A MINIMUM
OF 3 SOIL SAMPLES FOR CBR DETERMINATION, TO BE TAKEN AT A MAXIMUM INTERVAL OF 300 FEET
MEASURED ALONG THE STREET CENTERLINE.  THE CBR OF EACH SAMPLE SHALL BE DETERMINED
AND THE AVERAGE CBR SHALL BE USED TO DETERMINE THE PAVEMENT STRUCTURE
REQUIREMENTS.  THE PAVEMENT MATERIALS AND THE AMOUNT THEREOF AS SHOWN ON THE
TYPICAL STREET SECTION MAY BE MODIFIED BY THE RESULTS OF THESE TESTS IN ACCORDANCE
WITH CITY, TOWN, OR COUNTY STANDARDS AND IF APPROVED BY THE LOCAL MUNICIPALITY'S
ENGINEER.  A COPY OF ALL SOILS TEST RESULTS SHALL BE SUBMITTED TO THE CITY, TOWN, OR
COUNTY ENGINEER PRIOR TO PLACING ANY BASE OR SUB-BASE MATERIAL.  THIS WORK SHALL NOT
BE REQUIRED ON STREETS CLASSIFIED AS LOCAL/SUB CLASS A.  PAVING SECTIONS SHALL NOT BE
REDUCED BELOW THE CITY, TOWN, OR COUNTY'S MINIMUM SECTIONS.

38. INSTALLATION OF ANY UTILITY IN AN EXISTING STREET SHALL COMPLY WITH THE LOCAL CITY,
TOWN, OR COUNTY DESIGN AND CONSTRUCTION STANDARDS MANUAL, AND FURTHER WITH LOCAL
MUNICIPALITY TRENCH RESTORATION STANDARDS, A COPY OF WHICH IS AVAILABLE FROM THE
ENGINEER.

39. TEST PITS SHALL BE REQUIRED FOR ALL UTILITY CROSSINGS INVOLVING GAS LINES, WATER MAINS
12" IN DIAMETER AND LARGER, SANITARY SEWER CROSSINGS, AND FIBER OPTIC LINES.

40. COMPACTION TESTS FOR STREET PAVEMENT STRUCTURE SHALL BE MADE IN CUT AND FILL AREAS
AT THE FOLLOWING MINIMUM FREQUENCIES:

(A) SUBGRADE: 1 TEST PER LANE PER 6" COMPACTED LIFT PER 500 LINEAR FEET.
(B) STONE BASE: 1 TEST PER LANE PER 6" COMPACTED LIFT PER 500 LINEAR FEET.
(C) HOT ASPHALTIC CONCRETE: 1 TEST PER LANE PER LIFT PER 500 LINEAR FEET.

41. ANY SURVEY MONUMENT OR PROPERTY CORNER DISTURBED BY THE CONTRACTOR SHALL BE
REPLACED BY A LICENSED LAND SURVEYOR AT THE CONTRACTOR'S EXPENSE.

42. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR SHALL VERIFY EXISTING ELEVATIONS
AT PAVEMENT INTERFACES AND PIPE DISCHARGE LOCATIONS TO ENSURE PROPER TRANSITION
BETWEEN EXISTING AND PROPOSED FACILITIES.

43. SYMBOLS AND LEGENDS OF PROJECT FEATURES ARE GRAPHIC REPRESENTATIONS OF PROPOSED
FEATURES AND ARE NOT NECESSARILY SCALED TO THEIR ACTUAL DIMENSIONS OR LOCATIONS.
THE CONTRACTOR SHALL REFER TO THE DETAILS PROVIDED, MANUFACTURERS' LITERATURES,
SHOP DRAWINGS, AND FIELD MEASUREMENTS OF SUPPLIED PRODUCTS FOR LAYOUT
INFORMATION.

44. CONTRACTOR SHALL NOT SOLELY RELY ON ELECTRONIC COPIES OF THE FINAL DESIGN,
SPECIFICATIONS, AND DATA FILES THAT ARE OBTAINED FROM THE ENGINEER, BUT SHALL VERIFY
THE LOCATION OF ANY FEATURE IN ACCORDANCE WITH PAPER COPIES OF THE PLANS AND
SPECIFICATIONS THAT ARE PART OF THE CONTRACT DOCUMENTS.

45. RAILING IN COMPLIANCE WITH LOCAL APPLICABLE CODE SHALL BE PROVIDED ON ALL WALKWAYS,
PORCHES, PATIOS, EQUIPMENT PADS, AND SIMILAR FEATURES ALLOWING PEDESTRIAN ACCESS
WHERE THE FINISH SURFACE IS 30 INCHES OR MORE MEASURED VERTICALLY TO THE GRADE AT
ANY POINT WITHIN 36 INCHES MEASURED HORIZONTALLY TO THE EDGE OF THE PROPOSED
FEATURE.

UCPW NOTES:

1. METERS WILL NOT BE SET IF WATER METER BOXES, SEWER CLEANOUTS, VALVE BOXES OR THEIR
APPURTENANCES ARE DAMAGED OR IMPROPERLY POSITIONED.

2. FIRE HYDRANT PLACEMENT (FIRE HYDRANTS SHALL BE PLACED A MINIMUM DISTANCE OF 6 FEET BACK OF
CURB AND GUTTER SECTIONS AND BACK OF DITCH IN ROADWAY SECTIONS) & HAVE A CLEAR SPACE OF 3
FEET FROM ANY PERMANENT STRUCTURES.

3. DE-WATERING: THE CONTRACTOR SHALL AT ALL TIMES PROVIDED AND MAINTAIN AMPLE MEANS AND
EQUIPMENT WITH WHICH TO REMOVE AND PROPERLY DISPOSE OF ANY AND ALL WATER ENTERING THE
EXCAVATION OR OTHER PARTS OF THE WORK AND KEEP ALL EXCAVATIONS DRY UNTIL SUCH TIME AS PIPE
LAYING AND GRADING IS COMPLETED AND STRUCTURES TO BE BUILT THEREIN ARE COMPLETED. NO WATER
SHALL BE ALLOWED TO RISE AROUND THE PIPE IN UNBACKFILLED TRENCHES OR SHALL IT BE ALLOWED TO
RISE OVER MASONRY UNTIL THE CONCRETE OR MORTAR HAS SET (MINIMUM 24 HOURS). ALL WATER PUMPED
OR DRAINED FROM THE WORK SHALL BE DISPOSED OF IN SUCH A MANNER AS TO PREVENT SILTATION AND
EROSION TO ADJACENT PROPERTY OR OTHER CONSTRUCTION.

4. VERIFICATION HAS BEEN MADE BY VALLEY ENGINEERING THAT EACH LOT IS CAPABLE OF HAVING GRAVITY
SEWER SERVICE TO THE CENTER OF THE LOT AT THE FRONT OF THE SETBACK.

5. ENGINEER VERIFIES DESIGN HAS BEEN BASED ON GROUND SURVEY.
6. IF WELL AND / OR SEPTIC SYSTEMS ARE ENCOUNTERED, THEN CONTACT TRACI COLLEY (704.283.3717) WITH

ENVIRONMENTAL HEALTH FOR THEIR SEQUENCE OF EVENTS AND OTHER PERTINENT INFORMATION.
7. DESIGN ENGINEER SHALL CONFIRM THAT WATER AND SEWER MAINS AS WELL AS SERVICE LINES, METER

BOXES, FIRE HYDRANTS, WATER SERVICES, AND LATERALS WILL NOT BE IN CONFLICT WIT HA NY PROPOSED
UTILITY INSTALLATIONS, LANDSCAPING AND/OR DRIVEWAYS. ANY CONFLICTS SHALL BE AT THE DEVELOPER'S
EXPENSE TO COORDINATE AND RESOLVE AND COULD RESULT IN DELAY OF WATER METERS BEING SET.

8. ANY CHANGES MADE TO THE PLANS FOR OTHER DISCIPLINES (STORMWATER, EROSION, TREES,
LANDSCAPING, ETC...) MUST BE SHOWN AND IDENTIFIED BY REVISION # AND CLOUDING. FAILURE TO DO SO
WILL DELAY THE APPROVAL OF THE PROJECT.

9. ONLY UCPW PERSONNEL WILL OPERATE THE ACTIVE VALVES WHICH INCLUDES THE TAPPING VALVE.

NOTES TO THE ENGINEER:

1. EXECUTE DOT ENCROACHMENTS AT TIME OF PERMITTING TO AVOID DELAY. ENGINEER TO SPECIFY ON THE
PLANS WHO MAINTAINS THE ROAD RIGHT-OR-WAY. (TOWN,DEVELOPER, OR DOT) ANY WATER/SEWER WORK
LOCATED WITHIN A NCDOT R/W WILL REQUIRE A 3 PARTY ENCROACHMENT (TOWN OWNED ROADS MAY
REQUIRE ENCROACHMENT AS WELL.

2. PROVIDED TO UCPW A COPY OF DRIVEWAY PERMIT PLANS IF DIFFERENT THAN THE ENGINEERING PLANS.
3. SEND A COPY OF THE PLANS TO THE GAS COMPANY IF WATER MAIN IS PARALLEL TO EXISTING ROADS.

WATERLINE STANDARD SHUTDOWN NOTES:

1. PROPOSED WATERLINE SHALL BE FULLY INSTALLED, TESTED AND APPROVED BY UCPW BEFORE
CONNECTIONS TO THE EXISTING WATERLINE CAN BE MADE.

2. THE CONTRACTOR SHALL HAVE ALL NECESSARY PERSONNEL, EQUIPMENT, AND MATERIALS ON SITE BEFORE
UCPW WILL SHUT DOWN THE EXISTING WATERLINE TO MAKE THE CONNECTION.

3. UCPW PERSONNEL WILL OPERATE ALL THE VALVES DURING THE SHUTDOWN PERIOD.
4. UCPW REQUIRES A MINIMUM NOTIFICATION OF 10 BUSINESS DAYS PRIOR TO SCHEDULING OF ANY

WATERLINE SHUTDOWN. UCPW WILL NEED TO APPROVE DAY AND TIME OF SHUTDOWN.

CONSTRUCTION SEQUENCE

1. THE CONTRACTOR SHALL INSTALL ALL NECESSARY PROPOSED WATERLINE INFRASTRUCTURE.
2. THE CONTRACTOR SHALL PERFORM ALL NECESSARY TESTS AND ACQUIRE UCPW APPROVAL FOR THE

PROPOSED INFRASTRUCTURE.
3. THE CONTRACTOR SHALL SCHEDULE WATERLINE SHUTDOWN WITH UCPW A MINIMUM OF 10 BUSINESS DAYS

PRIOR TO THE DESIRED SHUTDOWN DATE.
4. IF ALL REQUIREMENTS HAVE NOT BEEN MET, UCPW PERSONNEL WILL OPERATE THE VALVES FOR THE

SHUTDOWN.
5. CONTRACTOR SHALL MAKE ALL NECESSARY CONNECTION TO THE EXISTING WATERLINE AND RECONNECT

ALL SERVICES TO THE RELOCATED WATERLINE.
6. ONCE ALL CONNECTIONS HAVE BEEN MADE UCPW WILL OPEN THE VALVE TO RESTORE SERVICE.
7. EXISTING WATERLINE TO BE ABANDONED BY REMOVAL OR INJECT FLOW ABLE FILL INTO THE MAIN.
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

1"=60'

0' 60' 120'

EXISTING
CONDITIONS

&
DEMOLITION

PLAN

* EXISTING SITE DATA FROM FIELD SURVEY PERFORMED
BY SOUTH POINT SURVEYING, PLLC DATED:08-05-2019

* ADJACENT PROPERTY INFO TAKEN FROM:
 "SITE DEVELOPMENT PLANS FOR ARDMORE AT PRICE"
 JOB# 2017-10  / HAGAN ENGINEERING, PA

= EXISTING TREE TO BE REMOVED

= EXISTING HERITAGE TREE TO BE REMOVED

X
X

* FEMA FIRM PANEL= CID# 37043
                                     PANEL# 4473 J

AREA IS NOT WITHIN A FEMA FLOOD HAZARD ZONE

BENCHMARK SS MH
RIM = 669.75'
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10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

NONE

- - -

EROSION &
SEDIMENT
CONTROL

NOTES

SCHEDULING NOTES:

1. TEMPORARY AND PERMANENT EROSION CONTROL MEASURES SHALL BE PROVIDED FOR ALL
LAND DISTURBING WORK IN ACCORDANCE WITH AN EROSION CONTROL PLAN REVIEWED AND
APPROVED BY THE TOWN OF WAXHAW.

2. EROSION CONTROL MEASURES SHALL BE INSTALLED BY THE DEVELOPER AND INSPECTED BY
THE TOWN OF WAXHAW FOR COMPLIANCE PRIOR TO ANY LAND DISTURBING ACTIVITY.

3. ALL PERMANENT EROSION CONTROL MEASURES SHALL BE INCORPORATED INTO THE WORK
AT THE EARLIEST PRACTICAL TIME.

4. ALL TEMPORARY MEASURES SHALL BE MAINTAINED UNTIL THE PERMANENT MEASURES HAVE
TAKEN EFFECT OR ARE APPROVED FOR REMOVAL BY THE TOWN OF WAXHAW.

5. TEMPORARY AND PERMANENT MEASURES SHALL BE COORDINATED TO PROVIDE EFFECTIVE
AND CONTINUOUS EROSION CONTROL THROUGHOUT THE CONSTRUCTION AND
POST-CONSTRUCTION PERIOD TO MINIMIZE SILTATION OF STREAMS, LAKES, RESERVOIRS,
AND OTHER IMPOUNDMENTS, GROUND SURFACES, AND OTHER PROPERTY.

6. TEMPORARY MEASURES SHALL REMAIN IN PLACE UNTIL THE TOWN OF WAXHAW APPROVES
CERTIFICATION FORM 1-06 FINAL EROSION CONTROL ACCEPTANCE FORM.

SOIL PREPARATION NOTES:

1. SURFACE WATER CONTROL MEASURES TO BE INSTALLED ACCORDING TO PLAN.

2. AREAS TO BE SEEDED SHALL BE RIPPED AND SPREAD WITH AVAILABLE TOPSOIL 3" DEEP. TOTAL SEEDBED
PREPARED DEPTH SHALL BE 4" TO 6" DEEP.

3. LOOSE ROCKS, ROOTS, AND OTHER OBSTRUCTIONS SHALL BE REMOVED FROM THE SURFACE SO THAT
THEY WILL NOT INTERFERE WITH ESTABLISHMENT AND MAINTENANCE OF VEGETATION. SURFACE FOR
FINAL SEEDBED PREPARATION, AT FINISH GRADES SHOWN, SHALL BE REASONABLY SMOOTH AND
UNIFORM.

4. IF NO SOIL TEST IS TAKEN, FERTILIZE AND LIME ACCORDING TO SEEDING SPECIFICATIONS.

5. IF SOIL TEST IS TAKEN PROVIDE LIME AND FERTILIZER ACCORDING TO SOIL TEST REPORT.

6. LIME AND FERTILIZER SHALL BE APPLIED UNIFORMLY AND MIXED WITH THE SOIL DURING SEEDBED
PREPARATION

7. THE CONTRACTOR SHALL DILIGENTLY AND CONTINUOUSLY MAINTAIN ALL EROSION CONTROL DEVICES
AND STRUCTURES TO MINIMIZE EROSION.  THE CONTRACTOR SHALL MAINTAIN CLOSE CONTACT WITH
THE TOWN OF WAXHAW EROSION INSPECTOR SO THAT PERIODIC INSPECTIONS CAN BE PERFORMED AT
APPROPRIATE STAGES OF CONSTRUCTION.

CONSTRUCTION NARRATIVE:

THE PURPOSE OF THIS CONSTRUCTION IS FOR THE DEVELOPMENT OF 20 RESIDENTIAL TOWNHOMES AND
ALL ASSOCIATED INFRASTRUCTURE.  SEE ZONING CODE SUMMARY ON SHEET C4.01 FOR ADDITIONAL SITE
RELATED INFORMATION.

NOTICE TO CONTRACTORS:

THE CONTRACTOR SHALL CONTACT UNION COUNTY PUBLIC WORKS PERSONNEL AT LEAST 48 HOURS
BEFORE BEGINNING CONSTRUCTION. ANY WORKS OR TEST PERFORMED WITHOUT NOTIFICATION AND
CONTACT WITH FIELD INSPECTORS SHALL BE INSTALLED AT THE CONTRACTORS RISK.

UNION COUNTY PUBLIC WORKS: 704-296-4210

TOWN OF WAXHAW EROSION CONTROL NOTES:

1. AS REQUIRED BY NPDES GENERAL PERMIT NCG010000, ALL PERIMETER DIKES, SWALES,
DITCHES, PERIMETER SLOPES AND ALL SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTICAL
(3:1) SHALL BE PROVIDED TEMPORARY OR PERMANENT STABILIZATION WITH GROUND COVER
AS SOON AS PRACTICABLE BUT IN ANY EVENT WITHIN 7 CALENDAR DAYS FROM THE LAST
LAND DISTURBING ACTIVITY. ALL OTHER DISTURBED AREAS SHALL BE PROVIDED TEMPORARY
OR PERMANENT STABILIZATION WITH GROUND COVER AS SOON AS PRACTICABLE BUT IN AN
EVENT OF 14 CALENDAR DAYS FROM THE LAST LAND DISTURBING ACTIVITY. GROUND
STABILIZATION TIMEFRAME EXEMPTIONS CAN BE FOUND IN THE NPDES GENERAL PERMIT
NCG010000 UNDER SECTION 2.B GROUND STABILIZATION.

2. NO LAND DISTURBING ACTIVITY SHALL OCCUR ON THE SITE INCLUDING BUT NOT LIMITED TO
GRADING, TREE REMOVAL, OR ANY CONSTRUCTION ACTIVITY UNTIL APPROVAL IS OBTAINED BY
WAXHAW, NCDENR, AND ANY OTHER RELEVANT PERMITTING AGENCIES.

3. ADDITIONAL EROSION CONTROL MEASURES MAY BE REQUIRED BASED UPON SPECIFIC SITE
CONDITIONS.

4. CONTACT THE TOWN OF WAXHAW SEDIMENTATION AND EROSION CONTROL INSPECTOR AT
704-843-2195 FOR A PRE CONSTRUCTION MEETING PRIOR TO ANY LAND DISTURBING ACTIVITY.

5. REMOVE ALL TEMPORARY EROSION CONTROL DEVICES AND STRUCTURES ONLY AFTER SITE
IS FULLY STABILIZED AND APPROVAL HAS BEEN OBTAINED FROM THE TOWN OF WAXHAW
SEDIMENTATION AND EROSION CONTROL INSPECTOR.

6. ALL EROSION CONTROL DESIGNS SHALL BE IN ACCORDANCE WITH THE TOWN OF WAXHAW
ENGINEERING STANDARDS AND PROCEDURES MANUAL, THE NCDEQ EROSION CONTROL AND
SEDIMENTATION CONTROL PLANNING AND DESIGN MANUAL, LATEST EDITION.

7. FOR PHASED EROSION CONTROL PLANS, THE CONTRACTOR SHALL MEET WITH THE
SEDIMENTATION AND EROSION CONTROL INSPECTOR PRIOR TO COMMENCING EACH PHASE
OF EROSION CONTROL MEASURES.

8. SITE GRADING IS TO BE COVERED UNDER THE GENERAL STORMWATER PERMIT NCG010000.
ANY LAND DISTURBING ACTIVITY > 1 ACRE REQUIRES COMPLIANCE WITH ALL CONDITIONS OF
THIS GENERAL PERMIT UNDER THE NPDES. ANY NON COMPLIANCE IS A VIOLATION OF THE
CLEAN WATER ACT AND MAY REQUIRE ENFORCEMENT BY NCDEQ.

9. CONTRACTOR MUST REMOVE ANY MUD OR DEBRIS THAT OCCURS ON STREET IMMEDIATELY
PER THE TOWN OF WAXHAWS EROSION CONTROL ORDINANCE.

10. THE PROFESSIONAL ENGINEER REGISTERED WITH THE STATE OF NORTH CAROLINA WHO
PREPARED THE EROSION CONTROL PLAN IS SOLELY RESPONSIBLE FOR IDENTIFICATION AND
LOCATION OF ALL ENVIRONMENTAL WETLANDS, PERENNIAL AND INTERMITTENT STREAMS AND
BUFFERS ON THE PLANS.

11. THE TOWN OF WAXHAW IS NOT RESPONSIBLE FOR THE ACCURACY AND ADEQUACY OF
THE DESIGN, DIMENSIONS, AND ELEVATIONS, WHICH SHALL BE CONFIRMED AND
CORRELATED AT THE JOB SITE. THE TOWN OF WAXHAW, THROUGH THE APPROVAL OF THIS
DOCUMENT, ASSUMES NO RESPONSIBILITY FOR THE COMPLETENESS AND/OR ACCURACY OF
THIS DOCUMENT.

12. SILT SACKS WILL BE PLACED UPON INSTALLATION OF  BASINS/INLETS ALONG ROADWAYS
PRIOR INITIAL ASPHALT SURFACE WORK IS COMPLETED.

13. THE FINANCIALLY RESPONSIBLE PARTY/AGENT OR THE LANDOWNER/AGENT OF A LAND
DISTURBING ACTIVITY OVER ONE ACRE IS REQUIRED TO SELF INSPECT THE PROJECT. A SELF
INSPECTION, AS WELL AS DOCUMENTATION OF A PROJECT AFTER EACH PHASE OF THE
PROJECT, IS REQUIRED.

NOTE:

- THE INITIAL GRADING AND CONSTRUCTION OF THE PROJECT IS ONLY TO BE ACCESSED FROM THE
PRICE STREET CONSTRUCTION ENTRANCE. UNOBSTRUCTED ACCESS VIA BROAD STREET WILL NOT BE
ALLOWED. THE ONLY CONSTRUCTION ALLOWED ON THE BROAD STREET SIDE DURING
CONSTRUCTION IS THE INSTALLATION OF THE IMPROVEMENTS ALONG BROAD STREET. ONCE THE
HOME CONSTRUCTION IS COMMENCED EACH LOT WILL BE REQUIRED TO HAVE ITS OWN
CONSTRUCTION ENTRANCE AND EROSION CONTROL. THE INDIVIDUAL LOTS MUST BE ACCESSED
FROM THOSE POINTS ONLY. THE ADDITIONAL ENTRANCES AND EROSION CONTROLS FOR THE
INDIVIDUAL LOTS WILL BE REVIEWED AND APPROVED AS PART OF THE INDIVIDUAL CONSTRUCTION
PERMITS FOR THE HOMES.

- ADDITIONAL EROSION AND SEDIMENTATION CONTROLS WILL BE REQUIRED FOR EACH HOUSE
PERMITTED AND WILL BE REVIEWED AT THE TIME EACH HOUSE IS PERMITTED.
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

1" = 30'

0' 30' 60'

EROSION &
SEDIMENT
CONTROL
PLAN PH I

DISTURBED AREA:  1.97 AC

SELF-INSPECTION REPORT FOR LAND DISTURBING ACTIVITY AS REQUIRED BY NCGS 113A-54.1
Phase of Approved Erosion & Sediment Control Plan: Date Signature (landowner, financially responsible party, or agent)
Installation of erosion control Devices and Seeding
Fill and slopes completed (fine grades established)
Installation of site utilities
Stabilization of building pad and parking areas
Final grades achieved; obtained building c/o
Vegetation established; removal of erosion control measures
Closing of permit, final inspection

CONTRACTOR NOTE: DWQ-DEMLR MONITORING FORM FOR INSPECTION AND MONITORING RECORDS WILL NEED TO BE KEPT ON SITE AT ALL TIMES
DURING CONSTRUCTION. SEE NOTES SHEET C3.01 FOR COPY OF THE FORMS.

SEE NOTES SHEET C3.01 FOR A LIST OF ALL TOWN OF WAXHAW STANDARD EROSION CONTROL NOTES.

CONTRACTOR TO PROVIDE TEMPORARY SEEDING IN ALL CLEARED AREAS THAT ARE NOT PROTECTED BY SLOPE BLANKETS (DISTURBED AREAS OF LESS
THAN 3:1 SLOPE). SEE TEMPORARY SEEDING SCHEDULE ON DETAIL C3.04.

NO CONCRETE WASHOUTS OR ANY SIMILAR TYPE USE MAY BE LOCATED WITHIN 50' OF A CATCH BASIN, DRAINAGE INLET, OR ANY OTHER SIMILAR STRUCTURE.

CE           CONSTRUCTION ENTRANCE CE

X           SILT FENCESF

(NOTE: SEE DETAILS, SHEET C3.04)

EROSION CONTROL LEGEND:

INLET PROTECTIONIP

SOIL TYPE:
-TARRUS GRAVELLY SILTY CLAY LOAM (TbC2)
-TARRUS-URBAN LAND COMPLEX (TuB)

DISTURBED AREA

TEMPORARY SEEDINGTS

EX DRAINAGE AREA

PROPERTY LINE

EX CONCRETE

EX INTERMEDIATE CONTOUR
EX INDEX CONTOUR

EX STORM

EX SANITARY
EX WATER

S

EX UTILITY POLE

EX PAVEMENT

SITE LEGEND:

CONSTRUCTION SEQUENCE

1. OBTAIN GRADING/EROSION CONTROL PLAN APPROVAL FROM THE TOWN OF WAXHAW ENGINEERING DEPARTMENT. 
2.SET UP AN ONSITE PRECONSTRUCTION CONFERENCE WITH EROSION CONTROL INSPECTOR OF THE TOWN ENGINEERING DEPARTMENT TO DISCUSS 

EROSION CONTROL MEASURES. FAILURE TO SCHEDULE SUCH CONFERENCE 48 HOURS PRIOR TO ANY LAND DISTURBING ACTIVITY IS A VIOLATION OF 
CHAPTER 17 OF THE TOWN CODE AND IS SUBJECT TO FINE.

3. A SEDIMENTATION AND EROSION CONTROL INSPECTION WILL BE REQUIRED PRIOR TO ANY CLEARING OF THE SITE COMMENCES. 
4.INSTALL SILT FENCE, INLET PROTECTION, SEDIMENT TRAPS, DIVERSION DITCHES, TREE PROTECTION, AND OTHER MEASURES AS SHOWN ON PLANS, 

CLEARING ONLY AS NECESSARY TO INSTALL THESE DEVICES. 
5.CALL FOR ONSITE INSPECTION BY INSPECTOR. WHEN APPROVED, INSPECTOR ISSUES THE GRADING PERMIT AND CLEARING AND GRUBBING MAY 

BEGIN. 
6.THE CONTRACTOR SHALL DILIGENTLY AND CONTINUOUSLY MAINTAIN ALL EROSION CONTROL DEVICES AND STRUCTURES. 
7.FOR PHASED EROSION CONTROL PLANS, CONTRACTOR SHALL MEET WITH EROSION CONTROL INSPECTOR PRIOR TO COMMENCING WITH EACH PHASE OF 

EROSION CONTROL MEASURES. 
8.STABILIZE SITE AS AREAS ARE BROUGHT TO FINISHED GRADE. 
9.COORDINATE WITH EROSION CONTROL INSPECTOR PRIOR TO REMOVAL OF EROSION CONTROL MEASURE. 
10.ALL EROSION CONTROL MEASURES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE N. C. EROSION AND SEDIMENT CONTROL PLANNING AND 

DESIGN MANUAL, U. S. DEPT. OF AGRICULTURE, TOWN OF WAXHAW EROSION CONTROL ORDINANCE

EROSION CONTROL NOTES

1.ONSITE BURIAL PITS REQUIRE AN ONSITE DEMOLITION LANDFILL PERMIT FROM THE ZONING ADMINISTRATOR.  
2.ANY GRADING BEYOND THE DENUDED LIMITS SHOWN ON THE PLAN IS A VIOLATION OF THE TOWN’S EROSION CONTROL ORDINANCE AND IS SUBJECT 

TO A FINE.  
3.GRADING MORE THAN ONE ACRE WITHOUT AN APPROVED EROSION CONTROL PLAN IS A VIOLATION OF THE TOWN’S EROSION CONTROL ORDINANCE 

AND IS SUBJECT TO A FINE.  
4.ALL PERIMETER DIKES, SWALES, DITCHES, PERIMETER SLOPES AND ALL SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTICAL (3:1) SHALL BE PROVIDED 

TEMPORARY OR PERMANENT STABILIZATION WITH GROUND COVER AS SOON AS PRACTICABLE BUT IN ANY EVENT WITHIN 7 CALENDAR DAYS FROM THE 
LAST LANDDISTURBING ACTIVITY.  

5.ALL OTHER DISTURBED AREAS SHALL BE PROVIDED TEMPORARY OR PERMANENT STABILIZATION WITH GROUND COVER AS SOON AS PRACTICABLE BUT IN 
ANY EVENT WITHIN 14 CALENDAR DAYS FROM THE LAST LANDDISTURBING ACTIVITY.  

6.ADDITIONAL MEASURES TO CONTROL EROSION AND SEDIMENT MAY BE REQUIRED BY A REPRESENTATIVE OF THE TOWN OF WAXHAW ENGINEERING 
DIVISION. 

7.SLOPES SHALL BE GRADED NO STEEPER THAN 2:1. FILL SLOPES GREATER THAN 10’HIGH REQUIRE ADEQUATE TERRACING. 
8.A GRADING PLAN MUST BE SUBMITTED FOR ANY LOT GRADING EXCEEDING ONE ACRE THAT WAS NOT PREVIOUSLY APPROVED.  
9.DRIVEWAY PERMIT FOR CONSTRUCTION ENTRANCES IN NCDOT RIGHT OF WAY MUST BE PRESENTED AT PRECONSTRUCTION MEETING.  

1
C3.04

2
C3.04

3
C3.04

5
C3.04

ORANGE CONSTRUCTION SAFETY FENCE
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

1" = 30'

0' 30' 60'

EROSION &
SEDIMENT
CONTROL
PLAN PH II

CE           CONSTRUCTION ENTRANCE CE

X           SILT FENCESF

NOTE: SEE DETAILS, SHEET C3.04

EROSION CONTROL LEGEND:

INLET PROTECTIONIP

TEMPORARY SEEDINGTS

RIP RAPRR

* ALL EXISTING SITE & UTILITY INFORMATION REFERENCES
SURVEY &  APPROVED SITE PLANS:

 "SITE DEVELOPMENT PLANS FOR ARDMORE AT PRICE"
 JOB# 2017-10  / HAGAN ENGINEERING, PA

DISTURBED AREA

EX DRAINAGE AREA

PROPERTY LINE

EX CONCRETE

EX INTR CONTOUR

EX INDX CONTOUR

EX STORM

EX SANITARY
EX WATER

S

EX UTILITY POLE

EX PAVEMENT

SITE LEGEND:

PROPOSED STORM

PROPOSED SANITARY
PROPOSED WATER

PROPOSED INTR CONTOUR

PROPOSED INDX CONTOUR

PROPOSED PUBLIC STREET PVMT

PROPOSED ALLEY PVMT

PROPOSED CONCRETE

PROPOSED REC AREA

EMBANKMENT MATTINGBM

CONSTRUCTION SEQUENCE

1. OBTAIN GRADING/EROSION CONTROL PLAN APPROVAL FROM THE TOWN OF WAXHAW ENGINEERING DEPARTMENT. 
2.SET UP A ONSITE PRECONSTRUCTION CONFERENCE WITH EROSION CONTROL INSPECTOR OF THE TOWN ENGINEERING DEPARTMENT TO DISCUSS 

EROSION CONTROL MEASURES. FAILURE TO SCHEDULE SUCH CONFERENCE 48 HOURS PRIOR TO ANY LAND DISTURBING ACTIVITY IS A VIOLATION OF 
CHAPTER 17 OF THE TOWN CODE AND IS SUBJECT TO FINE. 

3.INSTALL SILT FENCE, INLET PROTECTION, SEDIMENT TRAPS, DIVERSION DITCHES, TREE PROTECTION, AND OTHER MEASURES AS SHOWN ON PLANS, 
CLEARING ONLY AS NECESSARY TO INSTALL THESE DEVICES. 

4.CALL FOR ONSITE INSPECTION BY INSPECTOR. WHEN APPROVED, INSPECTOR ISSUES THE GRADING PERMIT AND CLEARING AND GRUBBING MAY 
BEGIN. 

5.THE CONTRACTOR SHALL DILIGENTLY AND CONTINUOUSLY MAINTAIN ALL EROSION CONTROL DEVICES AND STRUCTURES. 
6.FOR PHASED EROSION CONTROL PLANS, CONTRACTOR SHALL MEET WITH EROSION CONTROL INSPECTOR PRIOR TO COMMENCING WITH EACH PHASE OF 

EROSION CONTROL MEASURES. 
7.STABILIZE SITE AS AREAS ARE BROUGHT TO FINISHED GRADE. 
8.COORDINATE WITH EROSION CONTROL INSPECTOR PRIOR TO REMOVAL OF EROSION CONTROL MEASURE. 
9.ALL EROSION CONTROL MEASURES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE N. C. EROSION AND SEDIMENT CONTROL PLANNING AND 

DESIGN MANUAL, U. S. DEPT. OF AGRICULTURE, TOWN OF WAXHAW EROSION CONTROL ORDINANCE

EROSION CONTROL NOTES

1.ONSITE BURIAL PITS REQUIRE AN ONSITE DEMOLITION LANDFILL PERMIT FROM THE ZONING ADMINISTRATOR.  
2.ANY GRADING BEYOND THE DENUDED LIMITS SHOWN ON THE PLAN IS A VIOLATION OF THE TOWN’S EROSION CONTROL ORDINANCE AND IS SUBJECT 

TO A FINE.  
3.GRADING MORE THAN ONE ACRE WITHOUT AN APPROVED EROSION CONTROL PLAN IS A VIOLATION OF THE TOWN’S EROSION CONTROL ORDINANCE 

AND IS SUBJECT TO A FINE.  
4.ALL PERIMETER DIKES, SWALES, DITCHES, PERIMETER SLOPES AND ALL SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTICAL (3:1) SHALL BE PROVIDED 

TEMPORARY OR PERMANENT STABILIZATION WITH GROUND COVER AS SOON AS PRACTICABLE BUT IN ANY EVENT WITHIN 7 CALENDAR DAYS FROM THE 
LAST LANDDISTURBING ACTIVITY.  

5.ALL OTHER DISTURBED AREAS SHALL BE PROVIDED TEMPORARY OR PERMANENT STABILIZATION WITH GROUND COVER AS SOON AS PRACTICABLE BUT IN 
ANY EVENT WITHIN 14 CALENDAR DAYS FROM THE LAST LANDDISTURBING ACTIVITY.  

6.ADDITIONAL MEASURES TO CONTROL EROSION AND SEDIMENT MAY BE REQUIRED BY A REPRESENTATIVE OF THE TOWN OF WAXHAW ENGINEERING 
DIVISION. 

7.SLOPES SHALL BE GRADED NO STEEPER THAN 2:1. FILL SLOPES GREATER THAN 10’HIGH REQUIRE ADEQUATE TERRACING. 
8.A GRADING PLAN MUST BE SUBMITTED FOR ANY LOT GRADING EXCEEDING ONE ACRE THAT WAS NOT PREVIOUSLY APPROVED.  
9.DRIVEWAY PERMIT FOR CONSTRUCTION ENTRANCES IN NCDOT RIGHT OF WAY MUST BE PRESENTED AT PRECONSTRUCTION MEETING. 
10.PERIMETER SILT FENCING IS TO REMAIN IN PLACE UNTIL COMPLETION OF THE HOME BUILDING. 

1
C3.04

2
C3.04

3
C3.04

5
C3.04

4
C3.04

6
C3.04

* NOTE: ADDITIONAL SEDIMENTATION AND EROSION CONTROL
PERMITS WILL BE REQUIRED FOR INDIVIDUAL HOUSES.

ORANGE CONSTRUCTION SAFETY FENCE
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

AS SHOWN

- - -

EROSION &
SEDIMENT
CONTROL
DETAILS

1
C3.04

2
C3.04

3
C3.04

4
C3.04

5
C3.04

6
C3.043

C3.04

ORANGE CONSTRUCTION SAFETY FENCE, TYP.

* OR EQUIVALENT
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16.0'

20.0'

10.0' 11.0'
8.5'

8'x22' PARALLEL PARKING, TYP.

PROPOSED 5' SIDEWALK

5' LANDSCAPE BUFFER
LOCATED BEHIND SIDEWALK

PROPOSED ROAD IMPROVEMENTS
PER CS-62 DESIGN GUIDELINES.
(SEE CROSS SECTION).

PROPOSED ROW

EXISTING WALL

EXISTING
WALL

PRICE STREET
CENTER LINE

PROPOSED ROW
DEDICATION EXISTING CENTER LINE OF ROW

6'
 M

IN
. S

E
TB

A
C

K

10.0'

8.0'

5.0'

EXISTING PROPERTY LINE
E

X.
 P

R
O

P
E

R
TY

 L
IN

E

28.0'

28.0'

12.0'

16.0',
TYP.

16.0',
TYP.

15'

25'

18' LANE

12'

25' REAR ALLEY
(PRIVATE)

15' SETBACK FROM
CL OF ALLEY

"ROTATED HAMMERHEAD" PER
DETAIL 280.7 (SHEET C7.01)
(FIRE TRUCK TURNAROUND)

ENCLOSED TRASH COLLECTION W/ 5' TALL FENCE
 (ROLL OUT CONTAINERS)

(PER UDO - SECTION 21.7.5.B.1)

18' LANE

12'

18' LANE

12'

25'

25' REAR ALLEY
(PRIVATE)

70.0'

ROW

6'
 M

IN
. S

E
TB

A
C

K

60.0'

R10'

R28'

R10'

R20'

R20'

ZONING LINE

PROPOSED LOT LINE (TYP)

16.0'PROPOSED
CURB RAMP
(SEE DETAIL
SHEETC7.01)

COMMUNITY
GARDEN

(REC.SPACE)
W/ ADA ACCESS

FROM ALLEY

PROPOSED
CURB RAMP
(SEE DETAIL SHEET C7.01)

PROPOSED
CURB RAMP
(SEE DETAIL SHEET C7.01)

6' MIN. SETBACK

EXISTING WALL

 CL OF ALLEY

30.0'

P
R

IC
E

 S
TR
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E

T
62

' P
U
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LI

C
 R

/W
(C

S
-6

2 
W

A
XH

A
W

 S
TR

E
E

T
S

E
C

TI
O

N
)

ZONE NMX
ZONE UN

PROPOSED FACE OF CURB TO MATCH
EXISTING EDGE OF PAVEMENT

5 UNIT
TOWNHOME

5 UNIT
TOWNHOME

BLDG 3
BLDG 2 BLDG 1

I I IIIIII

BLDG 4

5 UNIT
TOWNHOME

5 UNIT
TOWNHOME

520' ALLEY LENGTH

PROPOSED TRASH RECEPTACLE
II III II II III II II I II IIIPROPOSED

20 COMPARTMENT
CLUSTER BOX UNIT

(SEE DETAIL
SHEET C7.03)

R10'

PROPOSED
5' LONG BENCH

12.9'

6.5'

(6) BIKE PARKING SPACES
(SEE DETAIL SHEET C7.03)

4.0'

8'
5'

STREET LIGHT TYP.

6.0'6.0'6.0' 6.0'

11' 11'11'11'

BROAD STREET
EXISTING 40' PUBLIC R/W

(Cabinet K Page 813) R10'

PROPOSED CURB RAMP
(SEE DETAIL SHEET C7.03)

EXISTING
ARDMORE DEVELOPMENT
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

AS SHOWN

- - -

SITE PLAN

NOTES:

1. ALL DIMENSIONS ARE FROM THE FACE OF CURB UNLESS OTHERWISE
NOTED.

2. ALL CURB RADII ARE 3' UNLESS OTHERWISE NOTED.
3. ALL SIGNAGE WILL BE PERMITTED SEPARATELY.
4. THE MAINTENANCE OF THE SHORT SEGMENTS OF SIDEWALK FROM

EACH BUILDING TO THE PROPOSED 5 FOOT WALK ALONG BROAD
STREET SHALL BE THE RESPONSIBILITY OF THE HOA.

SITE DATA & SUMMARY:

-PARCEL ID: 05113019

-OWNER: HISTORIC VENTURES, LLC

-DEED BOOK/PAGE: 5023/498

-EXISTING PARCEL AREA: 1.37 AC
-ROW DEDICATION:     0.13 AC
-TOTAL PARCEL AREA:      1.24 AC

-ZONING: UN/NMX

-EXISTING USE: VACANT

-PROPOSED USE: RESIDENTIAL (TOWNHOME)

-PROPOSED DENSITY: 16.129 DU/AC

-EXISTING LOTS: 1
-PROPOSED LOTS: 20

-MAX BUILDING HEIGHT: 45' (3 STORIES)

BUILDING SETBACKS:
-FRONT (BROAD ST.)= 6' MINIMUM, 24' MAXIMUM
-SIDE (PRICE ST.)= 6' MINIMUM, 24' MAXIMUM
-SIDE= 0' MINIMUM
-REAR= 3' MINIMUM
ALLEY SETBACK
-REAR= 15' MINIMUM (MEASURED FROM ℄)

PRIVATE FRONTAGE:
-COMMON LAWN (TYPE A)

RECREATION SPACE AREA (COMMUNITY GARDEN):
A. ZONE UN: 5% OF GROSS LAND AREA OF DEVELOPMENT

43,219 SF x .05 = 2,161 SF
B. ZONE NMX: 2% FOR PROJECTS 2 ACRES OR GREATER

12,003 SF x 0 = 0 SF
-TOTAL RECREATION SPACE REQUIRED = 2,161 SF
-TOTAL RECREATION SPACE PROVIDED = 2,288 SF

MAXIMUM LOT COVERAGE ALLOWANCE = 37,449 SF
-ZONE UN (70% MAXIMUM)

LOT COVERAGE PROVIDED = 68% (36,877 SF)

MAXIMUM PARKING ALLOWANCE = 108 SPACES
-MULTI-FAMILY (1.5 SPACES/BEDROOM)

PARKING PROVIDED =
      17 SPACES (ON-STREET)
 + 40 SPACES (PRIVATE/OFF STREET GARAGES)
     57 SPACES TOTAL

- PUBLIC STREETTYPICAL PAVEMENT SECTION - ALLEY

SUBGRADE

BASE COURSE
6" CABC

SURFACE COURSE
1.5" SF-9.5A

P
R

O
P

O
S

E
D

 R
O

W

2.5' CG

 BROAD STREET SECTION 21.8.3.H - ST-56 (MODIFIED)
N.T.S

℄ 
RO

W

BUILDING CALCULATIONS:

TYPE
I -McDONALD (A/B)

II - DUNCAN 'A'
III - DUNCAN 'B'

SF BR
3
3
3

-

FF SQFT
936
954
954

-

SF SQFT
830
905
978

-

GARAGE SQFT
936
954
954

-TOTAL

PORCH SQFT
164
143
280

-

FF BR
1
-
-

-

BR/UNIT
4 (x12)
3 (x6)
3 (x2)

72 TOTAL BR

# UNITS
12
6
2

20

TOTAL SQFT/UNIT
2,866
2,956
3,166

-

NOTE:  ST-56 HAS BEEN MODIFIED TO PLACE THE SIDEWALK ADJACENT
TO THE ON-STREET PARKING. THIS REVISION WAS REVIEWED
AND APPROVED DURING THE SKETCH PLAN REVIEW PROCESS.

PROPERTY LINE

EX CONCRETE

SITE LEGEND:

PROPOSED PUBLIC STREET PVMT

PROPOSED ALLEY PVMT

PROPOSED CONCRETE

PROPOSED REC AREA

EX PAVEMENT

0' 30' 60'

1"=30'SCALE:

E
XI

S
TI
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G
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R
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TY
 L

IN
E

 ALLEY STREET SECTION (TYP)
N.T.S

℄

P
R

O
P

O
S

E
D

 B
U

IL
D

IN
G

 PRICE STREET SECTION 21.8.3.B - CS-62 (MODIFIED)
N.T.S

 S
E

E
 A

LL
E

Y 
S

TR
E

E
T

C
R

O
S

S
 S

E
C

TI
O

N

 S
E

E
 S

T-
56
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O
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 L
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E

℄

EXISTING BROAD STREET
SECTION = ± 14' WIDTH

EXISTING PRICE STREET
SECTION = ± 15' WIDTH

BOC

6" DIA WATERMAIN
3' MIN COVER TYP.

2" DIA SERVICE
CONNECTION &
 34" METER BOX

30' LIGHT POLE, TYP.

MATURE HEDGE MAPLE, TYP.

MATURE HEDGE MAPLE, TYP.

ECCENTRIC STORM MANHOLE TYP.
STRUCTURE2 #2, #3, & #9 TO HAVE
BASE ROTATED TO FRONT AS MUCH AS
POSSIBLE TO MAINTAIN 3' HORIZONTAL
SEPARATION FROM 6" WATERLINE
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S
SS

MH
#1

MH
#2

MH
#3

COMMUNITY
GARDEN

(REC.SPACE)
W/ ADA ACCESS

FROM ALLEY

TIE TO EX. MANHOLE

CLEANOUT (TYP.)
SHALL BE PLACED IN MINI
CONCRETE MANHOLE WHEN
LOCATED IN DRIVEWAYS

PROPOSED
FIRE HYDRANT 3/4" COPPER (PUBLIC)

RECONNECT TO
EX. WATERMETER

3/4" DOMESTIC WM (TYP.)

6" RJDIP WATERMAIN (PUBLIC)
INSIDE 12" STEEL CASING

EX. FIRE HYDRANT #1931

6" TAPPING SLEEVE &
VALVE (CONNECT TO EX.)
via BACKSIDE TAP
(MUELLER H-615 OR EQUAL)
(TAPPING SLEEVE, VALVE, MATERIALS
& INSTALLATION BY DEVELOPER)

(1) 6"x2" PLUG
(1) 2" BLOW OFF ASSEMBLY

EACH IN VALVE BOXES

P
R

IC
E

 S
TR

E
E

T
62

' P
U

B
LI

C
 R

/W
(C

S
-6

2 
W

A
XH

A
W

 S
TR

E
E

T
S

E
C

TI
O

N
)

5 UNIT
TOWNHOME

5 UNIT
TOWNHOME

BLDG 3
BLDG 2 BLDG 1

I I IIIIII

BLDG 4

5 UNIT
TOWNHOME

5 UNIT
TOWNHOME

EX 20'
STORM
ESMT

EX 20'
STORM
ESMT

EX 20'
SANITARY

ESMT

PROPOSED 20'
PUBLIC

SANITARY
ESMT PROPOSED 15'

PUBLIC
STORM
ESMT

PROPOSED 15'
PUBLIC
STORM
ESMT

STR
2

STR
1

STR
ex

STR
5

STR
9

STR
8

STR
7

STR
6

STR
13

STR
3

(1) 6" G.V.

6" RJDIP

3/4" WATER SERVICE (PUBLIC) 3/4" WATER SERVICE (PRIVATE)

II III II II III II II I II III

TEMP. GRADING ESMT

20' SANITARY ESMT

15' STORM ESMT
15' STORM ESMTSTR

ex2

CO2 CO4

CO3

CO6

CO5

CO1

CO7

CO8

CO9
CO10

BROAD STREET
EXISTING 40' PUBLIC R/W

(Cabinet K Page 813)

CLUSTER MAILBOXES

3
4" IRR. METER
& 34" RPZ

MH
#4

APPROXIMATE LOCATION
OF EXISTING 3" WATERLINE
TO BE ABANDONED

APPROXIMATE LOCATION
OF EXISTING 2" WATERLINE
TO BE ABANDONED

MINIMUM 3' HORIZONTAL
SEPARATION REQUIRED FROM
STORM SEWER SYSTEM TO
WATERMAIN PER DISCUSSION WITH UCPW

MINIMUM 3' HORIZONTAL
SEPARATION REQUIRED FROM
STORM SEWER SYSTEM TO
WATERMAIN

S6
8°

 0
6'

 0
4.

50
"W

S21° 53' 55.50"E
S07° 48' 15.21"E S07° 48' 15.21"E APPROXIMATE LOCATION OF EXISTING WATERMETER

TO BE ABANDONED & CAPPED AT MAIN. G.C. TO FIELD VERIFY

TOP=641.75
INV=635.50

(PER ARDMORE PLANS)

SANITARY
LATERAL TYP

PROPOSED RELOCATED UTILITY POLE
POLE BASE SHALL BE MINIMUM 5' FROM WATERMAIN

TO OBTAIN HORIZONTAL SEPARATION REQUIREMENTS

TOP=653.50
INV=640.78
OUT=639.78
(PER ARDMORE PLANS)

TOP=658.50
INV=647.34

OUT=645.34
(PER ARDMORE PLANS)

PROPOSED STREET LIGHT
(PER UDO-SECTION 18.10.6)

(SEE SHEET C7.03 FOR DETAIL)
POLE BASE SHALL BE

MINIMUM 5' FROM WATERMAIN
TO OBTAIN HORIZONTAL

SEPARATION REQUIREMENTS

PROPOSED STREET LIGHT
(PER UDO-SECTION 18.10.6)

(SEE SHEET C7.03 FOR DETAIL)
POLE BASE SHALL BE

MINIMUM 5' FROM WATERMAIN
TO OBTAIN HORIZONTAL

SEPARATION REQUIREMENTS

PROPOSED STREET LIGHT
(PER UDO-SECTION 18.10.6)
(SEE SHEET C7.03 FOR DETAIL)
POLE BASE SHALL BE
MINIMUM 5' FROM WATERMAIN
TO OBTAIN HORIZONTAL
SEPARATION REQUIREMENTS

ENCLOSED TRASH COLLECTION W/
5' TALL FENCE (ROLL OUT CONTAINERS)

EXISTING
ARDMORE DEVELOPMENT

PROPOSED 10'
SANITARY

LATERAL ESMT

15' WATERMAIN EASEMENT

EXP./CLIENT No.: 11225-7
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

1"=30'

0' 30' 60'

WATER &
SEWER

OVERALL
PLAN

NOTES:

1. ALL UTILITIES ARE TO BE VERIFIED BY G.C. PRIOR TO CONSTRUCTION
2. ALL UTILITIES ARE TO BE BURIED UNDERGROUND PER UDO SECTION 21.7.5.A
3. REFER TO UNION COUNTY SPECIFICATIONS, UNION COUNTY WATER & SEWER EXTENSION POLICY AND UNION COUNTY WATER &

SEWER EXTENSION ORDINANCE.

MATERIAL SUMMARY:

SEWER:
578 LF 8" SEWER (SDR-26 PVC)
20 LF 8" SEWER (DIP)
4 MANHOLES
20 - 4" SERVICES

WATER:
635 LF 6" RJDIP PUBLIC
185 LF 3/4" COPPER PUBLIC

(1) FIRE HYDRANT
(20) SERVICES

# METERS:
(20) 3/4" DOMESTIC METERS
(1) 3/4"  METER (IRRIGATION)

PEAK FLOW CALCULATIONS

PEAK FLOW FROM NCDEQ STANDARDS:
   AVG DAILY = 5240 GPD / (24*60) = 3.64 GPM
   PEAK = AVG * 2.5 = 9.1 GPM

AVERAGE DAILY FLOW CALCULATION:

BLDG #
1
2
3
4

TOTAL UNITS

5
5
5
5

TOTAL

3 BED UNITS

2
2
2
2

4 BED UNITS

3
3
3
3

FLOW (GPD)

280
280
280
280

GPD/BLDG

1260
1260
1260
1260
5040

FLOW (GPD)

210
210
210
210

NOTE:

1. ALL UTILITIES ARE TO BE
VERIFIED BY CONTRACTOR
PRIOR TO CONSTRUCTION

2. 34" METER IS PROPOSED
FOR IRRIGATION OF
COMMUNITY REC SPACE

ADDITIONAL FLOW (IRRIGATION METER):

TOTAL

COM REC AREA METER

3/4"
FLOW(GPD)

200
GPD

200

NOTES:

1. REFER TO ARCHITECTURAL DRAWINGS FOR ALL BUILDING DIMENSIONS AND UTILITY CONNECTIONS.  BUILDING NUMBERS ARE
ASSIGNED PER THIS SHEET.

2. CONTRACTOR SHALL COORDINATE INSTALLATION OF PRIMARY ELECTRICAL CONDUIT WITH PROVIDER.  CONTRACTOR SHALL BE
RESPONSIBLE FOR TRENCH EXCAVATION AND BACKFILL.  PROVIDER WILL SUPPLY AND PLACE CONDUIT CONTAINING PRIMARY
ELECTRICAL LINE.

3. CONTRACTOR SHALL COORDINATE LOCATION AND INSTALLATION OF COMMUNICATION CONDUITS WITH UTILITY PROVIDER.
4. DISCONNECT ALL EXISTING UTILITY SERVICES PRIOR TO CONSTRUCTION.
5. ENTIRE PLUMBING INSTALLATION SHALL BE INSTALLED IN STRICT ACCORDANCE WITH STATE AND LOCAL PLUMBING CODES.
6. THE SANITARY SEWER PIPING SHALL BE PVC TYPE DWV WITH CEMENTED JOINTS.
7. WATER PIPING OUTSIDE OF BUILDING SHALL BE TYPE "K" SOFT DRAWN COPPER TUBING. FITTINGS SHALL BE WROUGHT COPPER WITH

SOLDERED JOINTS MADE WITH 95-5 TIN-ANTIMONY SOLDER. ANY PIPING ABOVE GRADE SHALL BE INSULATED WITH 11
2" OF FOAMED

PLASTIC INSULATOR.
8. EACH REQUIRED BPA IS REQUIRED TO BE TESTED BY A APPROVED CERTIFIED TESTER PRIOR TO PLACING WATER SYSTEM IN SERVICE.
9. THERE SHALL BE NO TAPS, PIPING BRANCHES, HYDRANTS, FIRE DEPT. CONNECTION POINTS, OR OTHER WATER-USING

APPURTENANCES CONNECTED TO THE SUPPLY LINE BETWEEN ANY METER AND THE REQUIRED BACKFLOW PREVENTER.
10. ALL EXISTING METERS ARE TO BE DISMANTLED & ALL PRIVATE PIPING MUST BE TURNED OFF AT A CORP. STOP.
11. SITE SEWER CLEANOUTS MAY BE DEEPER THAN BUILDING SEWER PENETRATIONS TO AVOID CONFLICTS ON SITE.  PROVIDE

NECESSARY FITTINGS TO MEET CLEANOUT ELEVATIONS SHOWN ON THIS PLAN.  ALL CLEANOUTS SHALL BE "MINI-MANHOLE" TYPE
CLEANOUTS PER UCPW REQUIREMENTS.

12. DEVELOPER'S CONTRACTOR SHALL BE RESPONSIBLE FOR ALL WATER AND SEWER TAPS.

* SEE UTILITY PLAN & PROFILE SHEETS FOR ASSOCIATED EASEMENTS
* SEE SHEET C7.03 FOR LIGHTING DETAILS

* NOTE: ALL LIGHTING SHALL COMPLY WITH SECTION 12.12 EXTERIOR LIGHTING OF THE UDO.

NOTE: MECHANICAL EQUIPMENT SHALL BE
INSTALLED BETWEEN DRIVEWAYS AT THE REAR OF
THE PROPOSED UNITS

PROPERTY LINE

EX CONCRETE

EX STORM

EX SANITARY
EX WATER

S

EX UTILITY POLE

EX PAVEMENT

SITE LEGEND:

PROPOSED STORM

PROPOSED SANITARY
PROPOSED WATER

PROPOSED PUBLIC STREET PVMT

PROPOSED ALLEY PVMT

PROPOSED CONCRETE

PROPOSED REC AREA

NOTES: (PER UDO - SECTION 18.10.6)

A. STREETLIGHTS SHALL BE RATED A MINIMUM OF 9500-LUMEN, AND SHALL BE 100 WATT HIGH  PRESSURE SODIUM
VAPOR LOCATED AT ALL INTERSECTIONS AND MID-BLOCK LOCATIONS  WITH INTERVALS NOT EXCEEDING 250
FEET.

B. ALL ROADS, DRIVEWAYS, SIDEWALKS, PARKING LOTS, AND OTHER COMMON AREAS AND  FACILITIES IN 
UN-SUBDIVIDED DEVELOPMENTS SHALL BE SUFFICIENTLY ILLUMINATED TO ENSURE THE  SECURITY OF 
PROPERTY AND THE SAFETY OF PERSONS USING SUCH ROADS, DRIVEWAYS, SIDEWALKS,  PARKING LOTS, AND
OTHER COMMON AREAS AND FACILITIES.

C. ALL ENTRANCES AND EXITS IN SUBSTANTIAL BUILDINGS USED FOR NON-RESIDENTIAL  PURPOSES AND IN 
MULTI-FAMILY RESIDENTIAL DWELLINGS CONTAINING MORE THAN FOUR  DWELLING UNITS SHALL BE 
ADEQUATELY LIGHTED TO ENSURE THE SAFETY OF PERSONS AND THE  SECURITY OF THE BUILDING.

D. ALL STREETLIGHTS SHALL BE PLACED AT LEAST TWO (2) FEET INWARD (I.E., AWAY FROM THE STREET) FROM THE
SIDEWALK.

15
" R

C
P

15" RCP

15
" R

C
P

15" RCP

15" R
C

P
15" RCP 15" RCP

90°' 90°'166°'

APPROXIMATE LOCATION OF
POWERBOX / TRANSFORMER
BY OTHERS

APPROXIMATE LOCATION OF POWERBOX / TRANSFORMER BY OTHERSUCPW IS NOT RESPONSIBLE FOR MAINTENANCE OR
REPLACEMENTS THAT MAY RESULT FROM

PERFORMING ROUTINE MAINTENANCE  ON THE
PUBLIC SEWER LINE FOR THE PORTION OF THE

COMMUNITY GARDEN LOCATED WITHIN THE PUBLIC
SEWER EASEMENT.

ADDITIONALLY, NO PLANTER STRUCTURES, EDGING,
RAIL ROAD TIES, ETC. MAY BE PLACED WITHIN THE

PORTION OF THE COMMUNITY GARDEN THAT IS
LOCATED IN THE PUBLIC SEWER EASEMENT.

NOTE: STORM STRUCTURES #2, #3, & #9 SHALL
BE ECCENTRIC MANHOLES ALIGNED TO THE
INSIDE OF THE CURB ALONG BROAD STREET TO
ENSURE MAXIMUM HORIZONTAL SEPARATION
FROM PROPOSED WATERLINE.

BENCHMARK SS MH
RIM = 669.75'

03/05/2020 - (UCPW #2)

NOTE: ALL 2” GATE VALVES SHALL BE
AWWA C515 COMPLIANT.

NOTE: ALL 3” OR LARGER GATE VALVES
SHALL BE AWWA C500 AND
C509 COMPLIANT.

NOTE: ALL AIR RELEASE VALVES SHALL
BE AWWA C512 COMPLIANT.

05/20/2020 - (NCDENR #1)

EXISTING 6" WATER MAIN

02-14-2003-05-202005-20-20
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)
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CODE
REQUIRED

LANDSCAPE
& TREE
PERMIT

PLAN

PLANTING NOTES:

1. ALL PLANTS SHALL MEET OR EXCEED THE MINIMUM STANDARDS SET FORTH IN
THE AMERICAN STANDARDS FOR NURSERY STOCK BY THE AMERICAN
ASSOCIATION OF NURSERYMEN, INC., WASHINGTON, D.C.

2. ALL PLANTS SHALL BE COMPACT, UNIFORM, AND WELL GROWN.  PLANTS
SHALL NOT BE LOOSE, OPEN PLANTS.  THE OWNER AND THE LANDSCAPE
ARCHITECT RESERVE THE RIGHT TO REJECT ANY AND ALL MATERIALS WHICH
DO NOT MEET THESE REQUIREMENTS.

3. MINIMUM TREE SIZE AT PLANTING IS 2.5" CALIPER (FOR SINGLE STEM TREES).
MULTI-STEM PLANTS MUST BE TREE FORM, MAX 3 TO 5 TRUNKS.  MIN. HEIGHT
FOR ALL TREES FOR ALL TREES IS 8' AT PLANTING.

4. ALL PLANTING BEDS SHALL BE MULCHED WITH 3" THICK COMPOSTED/MILLED
PINE BARK.

5. ALL PLANTING BEDS SHALL BE FREE FROM DISEASE, INSECT INFESTATIONS,
AND INJURIES.

6. CONTRACTOR MUST PROVIDE A ONE (1) YEAR CARE AND REPLACEMENT
WARRANTY FOR ALL PLANTING.  THE PERIOD OF CARE AND REPLACEMENT
SHALL BEGIN AFTER INSPECTION AND APPROVAL OF THE COMPLETE
INSTALLATION OF ALL PLANTS AND CONTINUE FOR ONE YEAR.  PLANT
REPLACEMENTS SHALL BE IN ACCORDANCE WITH THE MAINTENANCE
SCHEDULE.

7. THE SPECIES, VARIETIES, AND SIZE LISTED SHALL BE PROVIDED AS SPECIFIED,
SUBSTITUTIONS WILL BE PERMITTED ONLY UPON WRITTEN APPLICATION BY
THE CONTRACTOR TO THE LANDSCAPE ARCHITECT, AND WHEN APPROVAL BY
SAID LANDSCAPE ARCHITECT IS IN WRITING.

8. SYMBOLS: B&B=BALLED AND BURLAPPED; O.C.=ON CENTER; M.S.=
MULTI-STEM; HT.=HEIGHT

9. THE LANDSCAPE CONTRACTOR IS RESPONSIBLE FOR PROVIDING ALL PLANTS
ILLUSTRATED ON THE PLANTING PLAN.  IF ANY DISCREPANCIES EXIST
BETWEEN THE QUANTITIES LISTED ON THE PLANT LIST AND THE QUANTITIES
SHOWN ON THE PLAN, THE CONTRACTOR SHALL PROVIDE ALL QUANTITIES
ILLUSTRATED ON THE PLAN.  IF ANY PLANTS ARE SHOWN NOT LABELED, THE
CONTRACTOR SHALL VERIFY THE PLANT IDENTITY WITH THE LANDSCAPE
ARCHITECT AND THESE PLANTINGS SHALL BE INCLUDED IN THE
CONTRACTOR'S INITIAL BID.

10. LARGE MATURING TREES MAY NOT BE PLANTED WHERE THERE ARE
OVERHEAD DISTRIBUTION OR TRANSMISSION LINES. IF TREES CONFLICT WITH
POWER LINES OR SIGNS, CALL URBAN FORESTER TO RESOLVE BEFORE
PLANTING.

11. ADJUST TREE PLANTING LOCATIONS TO AVOID UNDERGROUND UTILITIES AS
CONDITIONS BEST ALLOW.

12. ATTENTION LANDSCAPER: NOTIFY TOWN OF WAXHAW OF ANY SIGN, POWER
LINE, OR OTHER CONFLICTS BEFORE PLANTING NEW TREES.

13. SOIL AMENDMENTS SHALL BE UNIFORMLY SPREAD AND CULTIVATED
THOROUGHLY BY A MECHANICAL TILLER INTO THE TOP 8" OF SOIL
THROUGHOUT SHRUB BEDS.

14. THE LANDSCAPE CONTRACTOR SHALL NOTIFY THE LANDSCAPE ARCHITECT
AND THE OWNER IN WRITING OF ALL SOIL CONDITIONS THE CONTRACTOR
CONSIDERS DETRIMENTAL TO THE GROWTH OF PLANT MATERIALS.  PROPER
DRAINAGE MUST BE ASSURED.

15. FOR NEW PLANTING AREAS, REMOVE ALL PAVEMENT, GRAVEL SUB-BASE AND
CONSTRUCTION DEBRIS BEFORE PREPARING SOIL AND PLANTING TREES.

16. REMOVE COMPACTED SOIL AND ADD 24" NEW TOPSOIL/PLANTING MIX -OR-
UNCOMPACT AND AMEND TOP 24" OF EXISTING SOIL TO MEET
TOPSOIL/PLANTING MIX STANDARDS FOR TREES (WITHIN ENTIRE MINIMUM
AREA OF 274 SQ. FT. PER TREE).

17. ALL STRAPPING AND TOP 23 OF WIRE BASKING MUST BE REMOVED FROM ROOT
BALL P0RIOR TO BACKFILLING PLANTING PIT.  REMOVE TOP 13 OF BURLAP FROM
ROOT BALL.

18. NO TREES SHALL BE PLANTED ON A SLOPE GREATER THAN 3:1.
19. PROVIDE AND INSTALL PREPARED PLANTING SOIL BEFORE PLANTING

MATERIALS IN AREAS SHOWN TO RECEIVE PLANTING.  TOP 8" SHALL BE 25%
WELL DAIRY COMPOSTED COW MANURE AND 75% NATIVE TOPSOIL,
THOROUGHLY MIXED (2" LAYER OF COMPOSTED DAIRY COW MANURE
ROROTILLED TO 8" DEEP).  PREPARED SOIL SHAL BE FINE TEXTURED AND
FRIABLE AND RAKED TO CREATE A SMOOTH SURFACE.  MULCH COMPLETED
PLANTING BED W/ 3" THICK LAYER OF MILLED, COMPOSTED PINE BARK MULCH.

20. PLEASE CALL THE TOWN OF WAXHAW FOR AN INSPECTION OF TREE
PROTECTION AND/ORE TREE PLANTING AREAS, 1 TO 2 DAYS BEFORE THE
TEMPORARY OR FINAL CERTIFICATE OF OCCUPANCY IS NEEDED.

21. NO LIGHTS OR POLES SHALL BE NEAR TREES (PREFER 20' FROM TREES O.C.)

PLANT SCHEDULE
(PER APPROVED SPECIES LIST - UDO SECTION 21.7.4.B)

SYMBOL
COMMON NAME
(Botanical Name)QUANTITY SIZE REMARKS

TREES

Ac HEDGE MAPLE
Acer campestre

18 B AND B, MULCH
INDIVIDUALLY2.0" CALIPER

1

HERITAGE OR SPECIMEN TREES (PER UDO)

SECTION 21- DOWNTOWN CODE
21.7.4.A
THE SITE LANDSCAPING/BUFFERING STANDARDS REPLACE THOSE FOUND IN SECTION  9 OF THE
UNIFIED DEVELOPMENT ORDINANCE, EXCEPT SECTIONS 9.21.8.A(1)d & 9.21.8A(2).c.4, FOR ALL
PROPERTIES WITHIN THE DOWNTOWN WAXHAW ZONING DISTRICTS.

9.21.8.A(1)d - MULTIFAMILY: HERITAGE OR SPECIMEN TREES 36" OR LARGER SHALL BE PRESERVED
WHEN FEASIBLE. NECESSARY REMOVAL WILL REQUIRE A PERMIT (9.21.7)

9.21.7
TREE REMOVAL PERMIT APPLICATION - (3 COPIES)

A. APPLICANT NAME & ADDRESS
B. PROPERTY  ADDRESS & TAX MAP # OF TREE LOCATIONS
C. TOTAL LAND AREA INVOLVED IN CUTTING OPERATIONS
D. TOTAL # OF TREES TO BE REMOVED
E. TREE REMOVAL PURPOSE
F. TREE SURVEY REQUIREMENTS:

SITES < 3 ACRES
1. LOCATION, SPECIES, & SIZE OF ALL EXISTING TREES 8" DIAMETER OR LARGER AT DBH, & ANY 

UNDERSTORY TREE WITH A 4"+ CALIPER  WITHIN 30' OF EXISTING PUBLIC STREET RIGHT OF WAY.

BASED UPON SITE DESIGN SPECIFICATIONS, THE REMOVAL OF 5 HERITAGE TREES & 22 UNDERSTORY
TREES ARE PROPOSED FOR THE CURRENT DEVELOPMENT.

FRONT YARD PROVISIONS (PER DOWNTOWN CODE)

1. PROVIDE GROUND PLANTINGS WITHIN 2' OF BUILDING FOUNDATION
2. PROVIDE 1 TREE PER 40' OF FRONTAGE
- PRICE STREET: 100 LF FRONTAGE (3 TREES REQUIRED)
- BROAD STREET: 599 LF FRONTAGE (15 TREES REQUIRED)

SUPPLEMENTAL TREES (PER DOWNTOWN CODE)

1. PROVIDE 1 TREE PER 2,500 SF OF RECREATION SPACE
- REC AREA PROVIDED: 2,288 SF (0 TREES)

Bm
LITTLELEAF BOXWOOD

Buxus microphylla60 24" MIN

NOTE: ANY GROUND MOUNTED MECHANICAL
EQUIPMENT MUST BE SCREENED.

PROPERTY LINE

EX CONCRETE

EX STORM

EX SANITARY
EX WATER

S

EX UTILITY POLE

EX PAVEMENT

SITE LEGEND:

PROPOSED STORM

PROPOSED SANITARY
PROPOSED WATER

PROPOSED PUBLIC STREET PVMT

PROPOSED ALLEY PVMT

PROPOSED CONCRETE

PROPOSED REC AREA

Li COMMON CRAPEMYRTLE
Lagerstroemia indica

B AND B, MULCH
INDIVIDUALLY2.0" CALIPER
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)
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SIGNAGE,
STRIPING &

SIGHT
DISTANCE

PLAN

15' SIGHT DISTANCE TRIANGLES

35' SIGHT DISTANCE TRIANGLE

PROPOSED
END OF PUBLIC STREET

NO OUTLET SIGN

PROPOSED
 "NO PARKING"

SIGN

PROPOSED
STOP SIGN

PROPOSED
CROSSWALK

PROPOSED
CROSSWALK

PROPOSED
CROSSWALK

PROPOSED
STOP SIGN

SU40 TRUCK MOVEMENT, TYP

SU40 TRUCK MOVEMENT, TYP

SU40 TRUCK MOVEMENT, TYP

STRIPING NOTE:

1. ALL PAVEMENT MARKINGS SHALL BE CLASS II
TYPE B PREFORMED THERMOPLASTIC. ALL LINE
STRIPING SHALL BE TYPE A PAINT.
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

1"=30'

0' 30' 60'

SANITARY
SEWER &

WATER PLAN
& SANITARY

SEWER
PROFILE

0 30 60

1"=30'SCALE:

T/G: 655.91
STORM INV: 650.91

WL CROWN: 649.40

T/G: 671.39
WL INV: 667.77
STORM CROWN: 663.10

T/G: 671.41
WL INV: 667.78

STORM CROWN: 665.58

T/G: 671.03
WL CROWN: 663.78
STORM INV: 665.28

6" WATERMAIN
2.5' BOC
3' MINIMUM COVER

48' LF O
F 8" SS @

 9.87%

69' LF OF 8" SS @ 3.35%
231' LF OF 8" SS @ 1.86% 250' LF OF 8" SS @ 0.50%

CLEANOUTS LOCATED
IN DRIVEWAYS SHALL
BE ENCASED IN MINI
CONCRETE MANHOLES

UCPW IS NOT RESPONSIBLE FOR  MAINTENANCE OR
REPLACEMENTS THAT MAY RESULT FROM

PERFORMING ROUTINE MAINTENANCE  ON THE
PUBLIC SEWER LINE FOR THE PORTION OF THE

COMMUNITY GARDEN LOCATED WITHIN THE PUBLIC
SEWER EASEMENT.

ADDITIONALLY, NO PLANTER STRUCTURES, EDGING,
RAIL ROAD TIES, ETC. MAY BE PLACED WITHIN THE

PORTION OF THE COMMUNITY GARDEN THAT IS
LOCATED IN THE PUBLIC SEWER EASEMENT.

APPROXIMATE LOCATION OF
POWERBOX / TRANSFORMER

BY OTHERS

APPROXIMATE LOCATION OF
POWERBOX / TRANSFORMER
BY OTHERS

CONSTRUCTION SEQUENCING TIMELINE

CONTRACTOR TO VERIFY EXISTING  3" WATERMAIN IS NOT ACTIVE OR SERVING
OTHER PROPERTIES.

1. THE CONTRACTOR SHALL INSTALL ALL NECESSARY PROPOSED WATERLINE
INFRASTRUCTURE.

2. THE CONTRACTOR SHALL PERFORM ALL NECESSARY TESTS AND ACQUIRE
UCPW APPROVAL FOR THE PROPOSED INFRASTRUCTURE.

3. THE CONTRACTOR SHALL SCHEDULE EXISTING 2" & 3" WATERLINE
SHUTDOWN WITH UCPW A MINIMUM OF 10 BUSINESS DAYS PRIOR TO THE
DESIRED SHUTDOWN DATE.

4. IF ALL REQUIREMENTS HAVE BEEN MET, UCPW PERSONNEL WILL OPERATE
THE VALVES FOR THE SHUTDOWN.

5. CONTRACTOR SHALL MAKE CONNECTION TO EXISTING 6" WATERLINE &
RECONNECT ALL EXISTING SERVICES FROM THE 2" WATERLINE TO THE
NEW 6" WATERLINE.

6. ONCE ALL CONNECTIONS HAVE BEEN MADE UCPW WILL OPEN THE VALVE
TO RESTORE SERVICE.

7. EXISTING 2" WATERLINE TO BE ABANDONED BY INJECTING FLOW ABLE FILL
INTO THE MAIN.

8. EXISTING 3" WATERLINE TO BE ABANDONED BY REMOVAL.

03/05/2020 - (UCPW #2)

LEGEND

SDR-26

                 DIP

05/20/2020 - (NCDENR #1)

EXISTING 6" WATER MAIN
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

AS SHOWN

- - -

STORM
SEWER
PLAN &

PROFILES

SCALE:

30 60

1"=30'

0

NOTE: ENSURE THAT STRUCTURE BASE
IS ROTATED TO FRONT AS MUCH AS
POSSIBLE TO AVOID CONFLICT
WITH WATERLINE

NOTE: ENSURE THAT STRUCTURE BASE
IS ROTATED TO FRONT AS MUCH AS

POSSIBLE TO AVOID CONFLICT
WITH WATERLINE

NOTE: STORM STRUCTURES #2, #3, & #9 SHALL
BE ECCENTRIC MANHOLES ALIGNED TO THE
INSIDE OF THE CURB ALONG BROAD STREET TO
ENSURE MAXIMUM HORIZONTAL SEPARATION
FROM PROPOSED WATERLINE.
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NOTES:
1. NO LAND DISTURBING ACTIVITY SHALL OCCUR ON SITE INCLUDING BUT NOT LIMITED TO GRADING, TREE REMOVAL, OR ANY CONSTRUCTION ACTIVITY UNTIL APPROVAL IS OBTAINED BY WAXHAW, NCDENR, OR ANY OTHER RELEVANT PERMITTING AGENCY.GRADING WITHOUT AN

APPROVED SEDIMENT AND EROSION CONTROL PLAN IS A VIOLATION OF THE CITY/COUNTY AND STATE EROSION CONTROL ORDINANCES AND LAWS AND IS SUBJECT TO FINES.
2. ANY GRADING BEYOND THE LIMITS SHOWN IN THIS PLAN IS A VIOLATION OF THE CITY/COUNTY AND STATE EROSION ORDINANCES AND IS SUBJECT TO A FINE.
3. SLOPES SHALL BE GRADED NO STEEPER THAN 2H:1V
4. THE UTILITIES AND THE LOCATIONS THEREOF, SHOWN ON THE DRAWINGS, REPRESENT THE DESIGNERS UNDERSTANDING OF EXISTING UTILITIES IN THE ARE OF CONSTRUCTION. THE CONTRACTOR SHALL VERIFY THE LOCATION, DEPTH, AND EXISTING UTILITIES IN THE ARE OF

CONSTRUCTION. THE CONTRACTOR SHALL VERIFY THE LOCATION, DEPTH, AND EXISTENCE OF ALL UTILITIES (ELECTRICAL, WATER, MECHANICAL, TELEPHONE, GAS, ETC.) WITHIN THE CONSTRUCTION ARE WITH THE OWNER AND/OR THE APPROPRIATE UTILITY COMPANY PRIOR
TO BEGINNING AN EXCAVATIONS. THE OMISSION OF, OR THE INCLUSION OF UTILITY COMPANY PRIOR TO  BEGINNING ANY EXCAVATIONS. THE OMISSION OF, OR THE INCLUSION OF UTILITY LOCATIONS ON PLANS IS NOT TO BE CONSIDERED AS THE NON-EXISTANCE OF, OR A
DEFINITE LOCATION OF EXISTING UNDERGROUND UTILITIES. ANY DAMAGE TO EXISTING UTILITIES SHALL BE REPAIRED SOLELY AT THE CONTRACTORS EXPENSE.

5. ALL BLACK FILL SHALL BE NON-PLASTIC IN NATURE, FREE FROM ROOTS, VEGETATIVE MATTER, WASTE, CONSTRUCTION MATERIALS OR OTHER OBJECTIONABLE MATERIAL. BACK FILL MATERIALS SHALL BE CAPABLE OF BEING COMPACTED BY MECHANICAL MEANS, AND THE
MATERIAL SHALL HAVE NO TENDENCY TO FLOW OR BEHAVE IN A PLASTIC MANNER UNDER TAMPING BLOWS OR PROOF ROLLING.

6. FILL EMBANKMENTS SHALL BE FORMED OF SUITABLE MATERIAL PLACED IN SUCCESSIVE LAYERS NOT TO EXCEED MORE THAN 8-INCHED IN DEPTH FOR THE FULL WIDTH OF THE CROSS-SECTION, INCLUDING THE FULL WIDTH OF THE SLOPE AREA. NO STUMPS, TREES, BRUSH,
RUBBISH, OR OTHER UNSUITABLE MATERIALS OR SUBSTANCES SHALL BE PLACED IN THE EMBANKMENT. EACH SUCCESSIVE 8-INCH LAYER SHALL BE COMPACTED WITH A SHEEPSFOOT TAMPERING ROLLER, 10-TON POWER ROLLER, PNEUMATIC-TIRED ROLLER, OR BY OTHER
MEANS APPROVED BY THE ENGINEER. EMBANKMENTS OVER AND AROUND ALL PIPE CULVERTS SHALL BE OF SELECT MATERIALS PLACED AND THOROUGHLY COMPACTED.

7. EXISTING OR PLACED SOILS DEEMED BY THE INSPECTORS, OR ENGINEER AS BEING UNSUITABLE SHALL BE REMOVED AND REPLACED WITH SELECT BACK MATERIALS.
8. ALL BUILDING, SIDEWALK, AND PAVEMENT SUB-GRADES SHALL BE COMPACTED TO 100% OF THE MAXIMUM DENSITY OBTAINABLE WITH THE STANDARD PROCTOR TEST TO A DEPTH OF 8-INCHES. ALL BACK FILLS PLACED AT DEPTHS GREATER THAN 8-INCHES IN THESE AREAS

SHALL BE COMPACTED TO A MINIMUM OF 95% OF THE MAXIMUM DENSITY OBTAINABLE IN THE STANDARD PROCTOR TEST (ASTM D-698).
9. ALL OTHER AREAS OF FILL PLACEMENT SHALL BE COMPACTED TO A MINIMUM OF 90% OF THE MAXIMUM DENSITY OBTAINABLE WITH THE STANDARD PROCTOR TEST (ASTM D-698).
10. THE CONTRACTOR SHALL PROVIDE FOR TESTING ON A SCHEDULE APPROVED BY THE ENGINEER BY A CERTIFIED TESTING LABORATORY.
11. ALL TRENCHED SHALL BE BACK FILLED WITH A SELECT BACK FILL MATERIAL AS SOON AS PIPE IS SET IN IT'S BEDDING. THE FILL AROUND PIPES SHALL BE PLACED IN LAYERS NOT EXCEEDING 6-INCHES IN THICKNESS AND EACH LAYER SHALL BE COMPACTED THOROUGHLY.
12. UNDER NO CIRCUMSTANCES SHALL WATER BE PERMITTED TO RISE IN UN-BACK FILLED TRENCHES AFTER PIPES HAVE BEEN PLACED.
13. COORDINATE ALL CURB AND STREET GRADES IN INTERSECTIONS WITH INSPECTOR.
14. APPROVAL OF THIS PLAN IS NOT AUTHORIZATION TO GRADE ADJACENT PROPERTIES. WHEN FIELD CONDITIONS WARRANT OFF-SITE GRADING, PERMISSION MUST BE OBTAINED FROM THE AFFECTED PROPERTY OWNERS.
15. IN ORDER TO ENSURE PROPER DRAINAGE, KEEP A MINIMUM OF 0.5% SLOPE ON ALL PAVEMENTS AND CURBING.
16. ALL SPOT GRADES ARE LABELED AT TOP OF CURB AND OR TOP OF PAVEMENT UNLESS OTHERWISE NOTED.
17. ALL FILL SHALL BE PLACED IN LIFTS UNDER THE DIRECTION OF INDEPENDENT SOILS TESTING AGENCY.
18. ALL STORM SEWER 15" AND LARGER MUST BE CLASS III RCP EXCEPT AS OTHERWISE NOTED.
19. ALL STORM SEWER SHALL BE INSTALLED AND BACKFILLED UNDER THE SUPERVISION AND TESTING OF AN INDEPENDENT SOILS TESTING AGENCY.
20. IMPORTED FILL SHALL BE SUITABLE STRUCTURAL FILL AND APPROVED FOR PLACEMENT BY THE GEOTECHNICAL ENGINEER
21. ANY SEDIMENT TRACKED ONTO STREETS WITHIN THE DEVELOPMENT MUST BE CLEANED DAILY.
22. CONTRACTOR TO ENSURE THAT ALL ROOF DRAINAGE DISCHARGES IN A MANNER SO THAT IT IS ROUTED THROUGH THE PROPOSED BMP.
23. CONTRACTOR SHALL ENSURE POSITIVE DRAINAGE SO THAT RUNOFF WILL FLOW BY GRAVITY AWAY FROM BUILDINGS AND ACROSS SWALES, DITCHES OR OVERLAND SHEET FLOW.
24. STORMWATER RCP SHALL BE WATER-TIGHT O-RING GASKETED, WITH A MIINIMUM PRESSURE RATING OF 10 PSI.

ROOF LEADER NOTES:
1. CONTRACTOR TO PROVIDE ALL FITINGS
2. ALL ROOF LEADER PIPES NOT LISTED IN THE STORM DRAIN CHART OR ON THE PLAN SHALL BE 6" HDPE (N-12) WITH A 2% MINIMUM SLOPE.

WATER QUALITY & DETENTION NOTE:

STORMWATER MANAGEMENT PROVIDED BY A PREVIOUSLY
DESIGNED, APPROVED, AND INSTALLED SYSTEM FOR THE
ADJACENT ARDMORE DEVELOPMENT. THE ARDMORE PLANS
INCLUDED STORMWATER MEASURES FOR A MAXIMUM OF 70%
IMPERVIOUS AREA FOR THE TOWNHOME SITE. CURRENT DESIGN
DEVELOPMENT TOTALS 69% IMPERVIOUS AREA ON-SITE,
THEREFORE NO ADDITIONAL MEASURES ARE REQUIRED.

PLEASE REFER TO "ARDMORE AT PRICE" APPROVED SITE PLANS
AND CALCULATIONS BY HAGAN ENGINEERING, PA. DATED:
2017-12-27

* EXISTING TOPOGRAPHY IS SOURCED FROM
TOPOGRAPHIC SURVEY PERFORMED BY DOUGLAS S.
PRESSLEY JR ON JULY 20, 2015. DATUM PROVIDED: NAD 83

DISTURBED AREA

EX DRAINAGE AREA

PROPERTY LINE

EX CONCRETE

EX INTR CONTOUR
EX INDX CONTOUR

EX STORM

EX SANITARY
EX WATER

S

EX UTILITY POLE

EX PAVEMENT

SITE LEGEND:

PROPOSED STORM

PROPOSED SANITARY
PROPOSED WATER

PROPOSED INTR CONTOUR

PROPOSED INDX CONTOUR

PROPOSED PUBLIC STREET PVMT

PROPOSED ALLEY PVMT

PROPOSED CONCRETE

PROPOSED REC AREA

COMMUNITY GARDEN
TOPOGRAPHY ANALYSIS

(PER UDO - SECTION 21.7.2.I)

SCALE:

2,289 SQ.FT. TOTAL
212 SQ.FT. @ 50% SLOPE
2,077 SQ.FT. @ 2% SLOPE
* STEEPEST SLOPE SCENARIOS USED

2%

2%

50
%

50%

1"=10'

20'10'0'

* FEMA FIRM PANEL= CID# 37043
                                     PANEL# 4473 J

AREA IS NOT WITHIN A FEMA FLOOD HAZARD ZONE

MAX CROSS SLOPE ON ALL SIDEWALKS SHALL
BE NO GREATER THAN 2%
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COMMUNITY
GARDEN

(REC.SPACE)
W/ ADA ACCESS

FROM ALLEY

PROPOSED STORM TIE IN LOCATION
TO EX 15" STORM

663

667

67
0

65
2

652

65064
9

65
2

65
3

65
2

LIMITS OF DISTURBANCE
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645

EX 20'
SANITARY

ESMT

BLDG 4A
FFE=665.10
BFE=654.60

BLDG 4B
FFE=667.10
BFE=656.60

BLDG 4C
FFE=669.10
BFE=658.60

BLDG 4D
FFE=669.10
BFE=658.60 BLDG 4E

FFE=671.10
BFE=660.60

TS=665.0
BS=662.5 TS=667.0

BS=665.0
TS=669.0
BS=666.0

TS=669.0
BS=667.0

TS=671.0
BS=669.5

TS=673.7
BS=670.2

TS=673.7
BS=671.2

FFE=673.80
BFE=663.30

BLDG 3B
FFE=673.80
BFE=663.30BLDG 3A

FFE=673.80
BFE=663.30

BS=654.5

PORCH=665.0

PORCH=667.0 PORCH=669.0 PORCH=669.0

PORCH=671.0 PORCH=673.7

PORCH=673.7 PORCH=673.7

TS=657.5

TS=654.5

TS=654.5
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TS=653.95

-3:1
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-2:1

-2
:1

EX 15" STORM
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T/P=664.50T/P=662.18 T/P=665.83 T/P=666.83 T/P=669.09 T/P=670.13
T/P=670.81

T/P=654.40 T/P=656.40 T/P=658.40 T/P=658.40 T/P=660.40 T/P=663.10

T/C=664.50

T/C=663.05

T/C=659.86

T/C=660.44

T/C=657.71

T/C=659.03

T/C=663.70

T/C=665.73 T/C=666.73 T/C=668.99
T/P=662.08
T/P=664.40 T/C=670.03 T/C=670.71

T/P=661.29

T/P=653.95

T/P=653.38 T/P=655.26
T/P=657.56

T/P=653.82

T/P=653.96

T/P=653.84

T/P=663.10 T/P=663.10
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T/P=657.60T/P=654.20 T/P=655.60 T/P=658.00
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T/G=669.95

T/G=672.10T/G=670.66

T/C=656.01

T/C=655.80

T/C=651.71

T/P=653.47

T/P=653.37

T/C=656.42

T/C=656.79
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)
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SEE SHEET C6.04 FOR STORM
INLET & PIPE DATA

FFE NOTE: PER DOWNTOWN CODE, FINISHED
FLOOR ELEVATIONS SHALL BE A MINIMUM OF

24" ABOVE ADJACENT SIDEWALK GRADE.

6" ROOF LEADER
TIE IN LOCATION, TYP.

6" ROOF LEADER
& SUBDRAIN

TIE IN LOCATION, TYP.

MAX CROSS SLOPE ON ALL SIDEWALKS SHALL
BE NO GREATER THAN 2%

SEE SHEET C6.01
FOR SLOPE STUDY

CO
1

CLEANOUTS TO BE PROVIDED
WHEREVER 6" ROOFLEADERS
TIE INTO 8" DRAIN LINE, TYP.
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S

PROPOSED STORM TIE IN LOCATION
TO EX 18" STORM EXISTING OFF-SITE SWALE

EXISTING OFF-SITE SWALE

671

668

666

664 664

666

668

671

PROPERTY LINE

TS=673.7
BS=672.2

TS=673.7
BS=671.2

TS=673.7
BS=671.7

TS=673.7
BS=671.7

BLDG 3E
FFE=673.80
BFE=663.30

BLDG 2A
FFE=674.10
BFE=663.60

BLDG 3D
FFE=673.80
BFE=663.30

BLDG 3C
FFE=673.80
BFE=663.30

BLDG 3B
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BFE=663.30

BLDG 2B
FFE=674.10
BFE=663.60

BLDG 2C
FFE=674.10
BFE=663.60

BLDG 2D
FFE=674.10
BFE=663.60 BLDG 2E

FFE=674.10
BFE=663.60

BLDG 1A
FFE=674.10
BFE=663.60

TS=674.0
BS=672.5

TS=674.0
BS=672.0

TS=674.0
BS=671.5 TS=674.0

BS=671.5
TS=674.0
BS=671.5

TS=674.0
BS=671.5

PORCH=673.7 PORCH=673.7 PORCH=673.7

PORCH=673.7 PORCH=674.0

PORCH=674.0 PORCH=674.0 PORCH=674.0

PORCH=674.0

PORCH=674.0PORCH=674.0PORCH=674.0

PORCH=674.0

BLDG 1B
FFE=674.10
BFE=663.60

BLDG 1C
FFE=674.10
BFE=663.60

BLDG 1D
FFE=674.10
BFE=663.60

-4
:1

-4
:1
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670
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661

660
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658657
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BROAD STREET
EXISTING 40' PUBLIC R/W

(Cabinet K Page 813)
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T/C=671.14
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T/C=671.94

T/P=662.71T/P=661.58T/P=661.29 T/P=661.93
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T/P=662.70
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T/P=672.05
T/P=671.98

T/P=671.70

TS=674.0
BS=672.5
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TS=674.0
BS=672.0

PROPERTY LINE
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)
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INLET & PIPE DATA

FFE NOTE: PER DOWNTOWN CODE, FINISHED
FLOOR ELEVATIONS SHALL BE A MINIMUM OF

24" ABOVE ADJACENT SIDEWALK GRADE.

6" ROOF LEADER
TIE IN LOCATION, TYP.

6" ROOF LEADER
& SUBDRAIN
TIE IN LOCATION, TYP.

MAX CROSS SLOPE ON ALL SIDEWALKS SHALL
BE NO GREATER THAN 2%
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CLEANOUTS TO BE PROVIDED WHEREVER 6"
ROOFLEADERS TIE INTO 8" DRAIN LINE, TYP.

O

R

A
C

H

T

D

E
R

E

T

S

I

G

R

O

N

T

C

E

T

I

H

C
R

A

E

P

A

C
S

D

N

A

L

E

R

A

N

I

L

C

R

A

I

G

 

A

.

 

G

E

O

R

G

E02-14-2003-05-2005/20/20



S
S

P
R

IC
E

 S
TR

E
E

T
62

' P
U

B
LI

C
 R

/W
(C

S
-6

2 
W

A
XH

A
W

 S
TR

E
E

T
S

E
C

TI
O

N
)

EXISTING OFF-SITE SWALE

LIMITS OF DISTURBANCE
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TS=674.0
BS=671.5

TS=674.0
BS=671.5

TS=674.0
BS=671.0

PORCH=674.0

PROPOSED PAVEMENT ELEVATIONS TO MATCH EXISTING

EXISTING EDGE OF PAVEMENT

PORCH=674.0PORCH=674.0

BLDG 1C
FFE=674.10
BFE=663.60

BLDG 1D
FFE=674.10
BFE=663.60 BLDG 1E

FFE=674.10
BFE=663.60

-1
6%

663
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661

661
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1
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661
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662660
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665

T/P=671.24 T/P=671.16
T/P=670.95

T/C=671.06

T/C=671.14

T/C=670.95

T/C=670.80

T/C=670.75
T/C=670.19

T/C=668.87

T/C=665.80

T/C=663.77

T/C=663.35
T/C=663.76

T/P=663.40 T/P=663.40 T/P=663.40

T/G=672.50

T/P=663.10

T/P=663.10 T/P=663.10

T/P=663.10
T/P=663.10

T/C=662.73

T/C=662.49

T/P=670.85

STORM SEWER STRUCTURE SCHEDULE

MH #

1

2

3

5

6

7

8

9

13

CO1

CO2

CO3

CO4

CO5

CO6

CO7

CO8

CO9

CO10

ex

ex2

TYPE

DI

CI

CI

YI

DI

CI

CI

CI

YI

CO

CO

CO

CO

CO

CO

CO

CO

CO

CO

DI

DI

TOP ELEV.

661.71

670.89

670.50

661.53

651.99

656.01

655.29

664.14

660.49

661.74

671.96

671.81

672.20

672.00

671.78

654.24

660.98

662.61

663.16

???

???

INV. IN

656.50
656.50
656.50

662.20
664.65

665.00

648.70
648.70

650.55
650.55

651.15

655.25

665.45

666.10

651.90

657.94
657.94

653.40

647.92

INV. OUT

656.40

662.10

664.90

657.79

648.60

650.45

651.05

658.00

658.00

655.15

667.31

665.35

669.00

666.00

668.25

651.80

657.84

659.92

659.16

647.34

640.78

HEIGHT (FT.)

5.32

8.79

5.60

3.74

3.39

5.56

4.24

6.14

2.86

6.59

4.64

6.46

3.20

6.00

3.54

2.91

3.14

3.18

4.00

11.16

12.77

STORM SEWER PIPE SCHEDULE

From STR #

CO5

CO6

CO3

CO4

CO1

CO2

ex2

ex

CO7

CO8

CO9

1

1

1

2

3

6

7

8

9

13

To STR #

3

CO5

2

CO3

7

CO1

6

CO7

CO8

5

CO10

ex

1

2

ex2

6

7

8

CO8

SIZE

8"

8"

8"

8"

8"

8"

15"

15"

8"

8"

8"

8"

8"

15"

15"

15"

15"

15"

15"

15"

8"

LENGTH

16.50'

89.86'

14.58'

114.79'

45.80'

241.29'

18.66'

25.05'

31.09'

116.37'

99.49'

129.41'

99.97'

70.48'

74.08'

108.35'

73.88'

53.33'

48.95'

86.21'

5.78'

SLOPE

6.06%

2.39%

4.80%

3.09%

10.04%

5.00%

8.15%

7.98%

9.97%

5.10%

1.99%

1.00%

2.66%

4.26%

7.56%

2.49%

0.91%

3.28%

1.02%

7.95%

1.00%

MATERIAL

HDPE Pipe

HDPE Pipe

HDPE Pipe

HDPE Pipe

HDPE Pipe

HDPE Pipe

CL III RCP

CL III RCP

HDPE Pipe

HDPE Pipe

HDPE Pipe

HDPE Pipe

HDPE Pipe

CL III RCP

CL III RCP

CL III RCP

CL III RCP

CL III RCP

CL III RCP

CL III RCP

HDPE Pipe

658.50

653.50

OUT

OUT

CI = CURB INLET (SEE DETAIL 840.02, 840.03 SHEET C7.02)
DI = DROP INLET (SEE DETAIL 840.14, 840.16 SHEET C7.02)
YI = NYLOPLAST INLET (SEE DETAIL SHEET C7.02)
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10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)
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FFE NOTE: PER DOWNTOWN CODE, FINISHED
FLOOR ELEVATIONS SHALL BE A MINIMUM OF

24" ABOVE ADJACENT SIDEWALK GRADE.

6" ROOF LEADER
TIE IN LOCATION, TYP.

6" ROOF LEADER
& SUBDRAIN
TIE IN LOCATION, TYP.

MAX CROSS SLOPE ON ALL SIDEWALKS SHALL
BE NO GREATER THAN 2%

CLEANOUTS TO BE PROVIDED WHEREVER 6"
ROOFLEADERS TIE INTO 8" DRAIN LINE, TYP.
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10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)
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SCALE:

10/16/2019 - (ESC,P&Z,ENG #1)
11/13/2019 - (ESC,P&Z,ENG #2)
02/14/2020 - (UCPW#1,ESC #3)

AS SHOWN

- - -

TOWN OF
WAXHAW
DETAILS

TOWN OF WAXHAW DETAILS STORM DETAILS

(5)  ADAPTER
ANGLES

VARIABLE 0° - 360°
ACCORDING TO

PLANS

18" MIN WIDTH GUIDELINE

8" MIN THICKNESS GUIDELINE

(3)  VARIABLE SUMP DEPTH
ACCORDING TO PLANS

(6" MIN. BASED ON
MANUFACTURING REQ.)

4" MIN

MINIMUM PIPE BURIAL
DEPTH PER PIPE
MANUFACTURER

RECOMMENDATION
(MIN. MANUFACTURING

REQ. SAME AS MIN. SUMP)

(3)  VARIABLE INVERT HEIGHTS
AVAILABLE (ACCORDING TO

PLANS/TAKE OFF)

NYLOPLAST 18" DRAIN BASIN

1  -  GRATES/SOLID COVER SHALL BE DUCTILE IRON PER ASTM A536 GRADE 70-50-05.
2  -  FRAMES SHALL BE DUCTILE IRON PER ASTM A536 GRADE 70-50-05.
3  -  DRAIN BASIN TO BE CUSTOM MANUFACTURED ACCORDING TO PLAN DETAILS.
       RISERS ARE NEEDED FOR BASINS OVER 84" DUE TO SHIPPING RESTRICTIONS.
       SEE DRAWING NO. 7001-110-065.
4  -  DRAINAGE CONNECTION STUB JOINT TIGHTNESS SHALL CONFORM TO
       ASTM D3212 FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL),
       N-12 HP, & PVC SEWER.
5   - ADAPTERS CAN BE MOUNTED ON ANY ANGLE 0° TO 360°.  TO DETERMINE MINIMUM
       ANGLE BETWEEN ADAPTERS SEE DRAWING NO. 7001-110-012.

WATERTIGHT JOINT
(CORRUGATED HDPE SHOWN)

(4)  VARIOUS TYPES OF INLET & OUTLET ADAPTERS AVAILABLE:
4" - 18" FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL,
ADS/HANCOR SINGLE WALL), N-12 HP, PVC SEWER (EX: SDR 35),

PVC DWV (EX:  SCH 40), PVC C900/C905, CORRUGATED & RIBBED PVC

(1, 2)  INTEGRATED DUCTILE IRON
FRAME & GRATE TO MATCH BASIN O.D.

THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER
GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS I,
CLASS II, OR CLASS III MATERIAL AS DEFINED IN ASTM D2321.
BEDDING & BACKFILL FOR SURFACE DRAINAGE INLETS SHALL BE
PLACED & COMPACTED UNIFORMLY IN ACCORDANCE WITH ASTM D2321.

TRAFFIC LOADS:  CONCRETE SLAB DIMENSIONS ARE FOR
GUIDELINE PURPOSES ONLY.  ACTUAL CONCRETE SLAB MUST BE
DESIGNED TAKING INTO CONSIDERATION LOCAL SOIL CONDITIONS,
TRAFFIC LOADING, & OTHER APPLICABLE DESIGN FACTORS.
SEE DRAWING NO. 7001-110-111 FOR NON TRAFFIC INSTALLATION.

THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER
GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS I,
CLASS II, OR CLASS III MATERIAL AS DEFINED IN ASTM D2321.
BEDDING & BACKFILL FOR SURFACE DRAINAGE INLETS SHALL BE
PLACED & COMPACTED UNIFORMLY IN ACCORDANCE WITH ASTM D2321.

NON TRAFFIC INSTALLATION

TOP SOIL

GRATE/COVER

4" MIN ON 8" - 24"
6" MIN ON 30"

02-14-2003-05-2020
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UCPW
DETAILS

UCPW WATER DETAILS

UCPW SEWER DETAILS
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DETAILS

MANUFACTURER/PRODUCT DESCRIPTION

MOUNTING HEIGHT= 30'

COLOR= BLACK

IESNA CUTOFF CLASSIFICATION: CUTOFF

TYPE= ALUMINUM

WATTAGE= 220

LUMENS= 18,500

SHOEBOX, LED1
02-14-2003-05-2020

O

R

A
C

H

T

D

E
R

E

T

S

I

G

R

O

N

T

C

E

T

I

H

C
R

A

E

P

A

C
S

D

N

A

L

E

R

A

N

I

L

C

R

A

I

G

 

A

.

 

G

E

O

R

G

E02-14-2003-05-2005/20/20

05-20-20



EXTERIOR MATERIAL SCHEDULE
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